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AiP1629B
3-line Serial Interface/Common Cathode
14Seg 8Grid LED Controller/Driver with
8*2 Keyboard Scan Ports

Product  Specification

Specification Revision History:

Version Data Description
2019-11-A1 2019-11 New
2021-12-A2 2021-12 Modify Ordering Information
Update the template; modify ambient temperature and soldering
2025-08-B1 2025-08 temperature; modify ordering information and package
information
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1. General Description

AiP1629B is a 3-line serial interface common cathode 14seg 8grid LED controller/driver. It has keyboard
scan ports, MCU digital ports, data latches, LED drivers and other circuits. It is widely used in a variety of
LED panels.

Features:

Built-in display RAM

Display Modes (14 segment* 8 grid)

Key Scanning (8 %2 bit)

Software adjustable display brightness

3-line serial interface(CLK, STB, DIO)

Built-in RC oscillator

Mode of packaging: SOP32/LQFP32

Applications:
A variety of LED panels, for example, microwave ovens, induction cookers, water heaters and other home
appliances.

Ordering Information:
Tube packing specifications:

Boxed
Packaging | Marking Tube Boxed
Part number . tube . Notes
form code guantity . quantity
quantity

Dimensions of
plastic enclosure:

AiP1629BSA32.TB SOP32 AiP1629B 20 80 1600 21.0mm>7.5mm

' PCS/tube | tube/box | PCS/box | _.° o

Pin spacing:
1.27mm

Dimensions of
plastic enclosure:

AiP1629BLA32.TB LQFP32 | AiP1629B 250 10 2500 7.0mm>7.0mm
' PCS/plate | plate/box | PCS/box | -
Pin spacing:
0.8mm
Reel packing specifications:
Packaging | Marking Reel Boxed reel
Part number . . Notes
form code quantity quantity

Dimensions of
plastic enclosure:
21.0mm>7.5mm
Pin spacing:1.27mm

AiP1629BSA32.TR SOP32 AiP1629B | 1250PCS/reel 1250PCS/box

Note: If the physical information is inconsistent with the ordering information, please refer to the actual
product.
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2. Block Diagram And Pin Description
2.1, Pin Configurations
%’ GRID4 GRID5 %
3 GRID3 GRID6 30
1 GND GND 9
] GRID2 GRID7 5%
| GRID1 GRIDS8 7
T' GND VDD TS
3 DIO SEG14 T
9] CLK SEG13 4
o STB SEG12 3
1 KO SEG11 55
ST K1 SEG10 BT
el VDD SEG9 0
14 SEG1/KS1 SEG&/KS8 1o
5 1 SEG2/KS2 SEG7/KS7 T
6 SEG3/KS3 SEG6/KS6 17
— SEG4/KS4 SEG5/KS5 ——
SOP32
(aal [aal [anl [anl (ol (ol (o] (e
cgoRERTC
22G2z>28
o0 o0 v wn
L GRID4 SEG12 2=
=— GRID3 SEG11 —=3
o GND SEGI0 57
5 GRID2 SEG9 ;0
‘6 GRIDI1 SEGS8/KSS8 I 9
7‘ GND SEG7/KS7 T
— DIO SEG6/KS6 A
— CLK SEG5/KS5 ——
— ol en <t
v i
N N A A
~ = cien ¥
e 0ZE23
N> nn
SERRRRI
LOFP32
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2.2+ Pin Description

Pin No. Pin Name 1/0 Description
Data Input Output Pin (N-Channel, open drain)
This pin inputs serial data at the rising edge of the
7 DIO 10 | shift clock (starting from the lower bit);
This pin outputs serial data at the falling edge of
the shift clock(starting from the lower bit).
Clock input Pin .
8 CLK | This pin reads serial data at the rising edge and
outputs data at the falling edge.
Serial Interface Strobe Pin
9 STB | The data input after the STB has fallen is
processed as a command. When this pin is
“HIGH”, CLK is ignored.
Key Data Input Pins
10,11 K0~K1 | The data sent to these pins are latched at the end
of the display cycle.(Internal Pull-Low Resistor)
3,6,30 GND - Ground Pin
12,27 VDD - Power Supply
1,2,4,5,28,29,31,32 GRID1~GRIDS8 O | Grid Output Pins (N-Channel, open drain)
Segment Output Pins(P-Channel, open drain)
13~20 SEG1/KS1~SEG8/KS8 | O
Also acts as the Key Sourc.
21~26 SEG9~SEG14 O | Segment Output Pins(P-Channel, open drain)

3. Electrical Parameter

3.1, Absolute Maximum Ratings
(Tamp=25°C, All voltage referenced to GND, unless otherwise specified.)

Characteristic Symbol Conditions Value Unit
Supply Voltage VDD - -0.5~7.0 \Y
Input Voltage VN - -0.5~VDD+0.5 \Y
. lo1 - -50 mA
Drive Output Current
lo2 - +150 mA
Ambient Temperature Tamb - -40~+105 T
Storage Temperature Tstg - -65~+150 T
. SOP32 250 T
Soldering Temperature TL 10s .
LQFP32 260 C
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 6/ 21
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3.2, Recommended Operating Range

Parameter Symbol Min. Typ. Max. Unit
Logic Supply Voltage VDD 3 5 55 \Y
High-level Input Voltage ViH 0.7vDD - VDD \Y/
Low-level Input Voltage ViL 0 - 0.2vDD \Y/
3.3+ Electrical Characteristics
3.3.1, DC Characteristics
(VDD=5V, GND=0V, unless otherwise specified.)
Parameter Symbol Conditions Min Typ. Max Unit
SEG1~SEG14,
lon1 -20 -25 -40 mA
. Vo =VDD-2V
High-level Output Current
SEG1~SEG14,
lon2 -20 -30 -50 mA
Vo =VDD-3V
GRID1~GRIDS,
loL1 80 100 - mA
Low-level Output Current Vo=0.3V
lpout Vo = 0.4\/, DIO 4 8 - mA
Segment High-level Output | Vo =VDD-3V, 5 Y
Current Tolerance ToLse SEG1~SEG14 ’
High-level Input Voltage ViH CLK, DIO, STB 0.7vDD - - \Y/
Low-level Input Voltage Vi CLK, DIO, STB - - 0.2vDD \Y/
Hysteresis Voltage VH CLK., DIO., STB - 0.35 - \Y/
Input Leakage Current I Vi + uA
P J ! CLK, DIO, STB
Supply Current [3%5) No load ,ViN=VDD 120 150 180 UA
Output pulldown resistance RL K0~K1 - 3 KQ
3.3.2. AC Characteristics
(VDD=4.5~5.5V, GND=0V, unless otherwise specified.)
Parameter Symbol Conditions Min | Typ | Max | Unit
Oscillation Frequency fosc - - 400 - KHz
Propacation Dela trLz CLK—DIO - - 300 ns
Pag y trzL CL:lSpF, R =10KQ - - 100 ns
. . trzra SEG1~SEG14 - - 2 us
Rise Time CL=300pF
trzh2 GRID1~GRIDS8 - - 0.5 us
Fall Time trhHz CL=300pF. SEGn. GRIDn - - 120 us
Maximum Clock
fmax Duty=50% 1 - - MHz
Frequency
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3.3.3. Timing Characteristics
(VDD=4.5~5.5V, GND=0V, unless otherwise specified.)

Parameter Symbol Conditions Min Typ Max Unit
Clock Pulse Width PWocik - 400 - - ns
STB Pulse Width PWsts - 1 - - us
Set-up Time For Data tseTup - 100 - - ns
Hold Time For Data tHoLD - 100 - - ns
Propagation Delay ¢ CLKA—STB n Us
- — - -
CLK to STB cLicsTe f f
Wait Time twart CLK1—CLK| 1 - - us
2 PWsrp :
STB -\ /
¢ PWork >:< PWerk . Lerk-sts \_,
E tseTup Esg tioLp ; .(—).tPZL f ;Etm,z ;é
U i

Sn/n L /
AR 10% | i?.'[f:
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4, Function Description
4.1, Display Mode And RAM Address

Data transmitted from an external device to AiP1629B via the serial interface are stored in the Display
register. The allocation of the register addresses is as follows:

wn (92] wn wn wn
| N w IS ol » ~ oo © o — N w ~
xXHL(low 4 bits) xxHU(high 4 bits) xXHL(low 4 bits) xxHU(high 4 bits)
BO|Bl|BZ|B3 B4‘B5|86‘B7 BO|Bl|BZ‘BS B4\Bs\Be|B7
00HL 00HU 01HL 01HU GRID1
02HL 02HU 03HL 03HU GRID2
04HL 04HU 05HL 05HU GRID3
06HL 06HU 07HL 07HU GRID4
08HL 08HU 09HL 09HU GRID5
OAHL 0AHU 0BHL 0BHU GRID6
0CHL 0CHU ODHL ODHU GRID7
OEHL OEHU OFHL OFHU GRIDS

Note: When power up, first transfer data to RAM, and then setup display on.

4.2, Key Scanning And Key Scanning Data Registers

Key scanning matrix is 82 bit, as follows:

Kl

The Key scanning data storage address is as follows. After issuing the key reading command, read the key
data BYTE1~BYTE4 and output the data from low-level. When the key corresponding to the pins K and

KS is pressed, the BIT bit in the corresponding byte is1.

BO B1 B2 B3 B4 B5 B6 B7
X X K1 KO X X K1 KO
KS1 KS2 BYTE1
KS3 KS4 BYTE2
KS5 KS6 BYTES3
KS7 KS8 BYTE4
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4.2.1, Combination Keys

The key scan is done automatically by the AiP1629B and is not controlled by the user. The user only needs
to read the key value according to the timing. Two key cycles are required to complete a key scan, and
SEG1/KS1-SEG8/KS8 are used for display and key scan multiplexing. As shown in the figure below, if
D1 is off and D2 is on, you need to make SEG1 be “1” and SEG2 be “0”. If S1 and S2 are simultaneously
pressed, it is equivalent to SEG1 and SEG2 being short-circuited, and both D1 and D2 are lit at this time,
resulting in display abnormality. When you need to use the combination keys, pay attention to the

following points:
el —

SEG1/KS1C O s1 O—
SEG2/KS2 0O 7 O o O—
1 2
\!D N
“a e
o
K1

GRID1

1. On the hardware, you can set the keys that need to be pressed at the same time on the different K lines,

as shown below:
—e
SEGLEKS1C ' ' +0
2 | o=
k] o ¢
|

GRID1 GEID2 Kl EO

T

2. If the resistors are connected in series above SEG1~SEGN, the resistance of the resistor should be
chosen to be 510Q. If the value is too large, it will cause the key to fail. If the value is too small,it may
not solve the problem of display interference, as shown in the following figure:

SEGUES1O — o
o10
—
SEG2EKS2O — o
510
1 2
T
u u
b Kl
GRID1
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3. Connect the diodes above SEG1~SEGN as shown below:

SEGLEKS1 O N 5, o
—
SEG2ES2 O . H 0 ., O—1
@

1 2

u u

“u “u
8]
Kl

GRID1

4.3, Commands Description

Commands are used to set the display mode and the state of the LED driver.

The first byte entered by DIO after the falling edge of STB is used as an instruction. After decoding, the
highest B7 and B6 bits are taken to distinguish different instructions.

B7 B6 Commands

0 1 Data Command Settings

1 0 Display Control Command Settings
1 1 Address Command Settings

If the STB is set to a high level at the time of instruction or data transmission, the serial communication is
initialized and the instruction or data being transmitted is invalid (the previously transmitted instruction or
data remainsvalid).

4.3.1. Data Command Settings

This instruction is used to set data write and read, B1 and BO bits are not allowed to set 01 orll.

MSB LSB
B7 B6 B5 | B4 | B3 | B2 | Bl BO Function Description
Write Data to Displa
0 1 3 - 0 0 Data Read-Write . Py
) Register
Mode Settings
0 1 - - 1 0 Read Key Scan Data
Irrelevang Address Automatic Address
0 1 terms, - 0 - - .
‘0 AdditionMode | Increase
se .
0 1 - 1 - - Settings Fixed Address
1 0 - - - Test Mode Common Mode
0 1 1 - - - Settings Test Mode(Internal Use)
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 11/21
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4.3.2. Address Command Settings
This instruction is used to set the address of the display register. If the address is set to 10H or higher,
the data is ignored until the effective address is set.When power on,the address is set to 00H by default.

MSB LSB
B7 B6 B5 B4 B3 B2 Bl BO Display Address
1 1 0 0 0 0 00H
1 1 0 0 0 1 01H
1 1 0 0 1 0 02H
1 1 0 0 1 1 03H
1 1 0 1 0 0 04H
1 1 0 1 0 1 05H
1 1 0 1 1 0 06H
1 1 Irrelevant terms, 0 1 1 1 07H
1 1 set 0 1 0 0 0 08H
1 1 1 0 0 1 09H
1 1 1 0 1 0 0AH
1 1 1 0 1 1 0BH
1 1 1 1 0 0 0CH
1 1 1 1 0 1 ODH
1 1 1 1 1 0 OEH
1 1 1 1 1 1 OFH
4.3.3. Display Control
MSB LSB
B7 B6 | B5 | B4 | B3 B2 Bl BO Function Description
1 0 - 0 0 0 Set the pulse width to 1/16
1 0 - 0 0 1 Set the pulse width to 2/16
1 0 - 0 1 0 o Set the pulse width to 4/16
1 0 - 0 1 1 Extinction Set the pulse width to 10/16
1 0 Irrelevant - 1 0 0 Nurr_1ber Set the pulse width to 11/16
Settings
1 0 15! - 1 0 1 Set the pulse width to 12/16
1| o ety 1 1 | o Set the pulse width to 13/16
1 0 - 1 1 1 Set the pulse width to 14/16
1 0 0 - Display Display closed
Switch
1 0 1 - i ) Settings Display open
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 12/ 21
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4.4, Serial Data Transfer Format
Reading and receiving a BIT are performed at the rising edge of the clock.

4.4.1, Data Receiving (Writing)

sTB | [

CLK 1 2 3 4 5 6 7 8

DIO XbOXbélxbEZXbESXbEA.XbESXbEGXbEYX

4.4.2, Data Reading (Reading)

5TB

CLK 4IT|__ o I_H ........... P 5 3 nie
iy X b bl ——— k¥ }(l!:ll?m_r){ hO ‘X’ b1 :‘{ b X ™ X ...........
i kK

‘Send-and-read ! i Read key data
key command

Note: When reading data, there is a waiting time twair (Mminimum 1us) between setting instructions from
the 8th rising edge of serial clock CLK to the falling edge of CLK.

4.5, Transmission Of Serial Data In Application
4.5.1, Address Addition Mode

sTB | ] ] [
ek U AT T T UV e

DIO  |commandl || Command2 || Data1 || Data2 | | Datan [| Command3 |

Commandl: Setting data command
Command2: Setting display address
Datal~n:  Transfer display data
Command3: Display control command

Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 13/21
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45.2. Fixed Address Mode

STB | 1 [ ] [

DIO | commandl || Command2 || Datat | | Command3|| Datan || Command4 |

Command1: Setting data command

Command2: Setting display Address 1

Datal: Transfer display data to Command2 Address
Command3: Setting display address N

Datan: Transfer display data to Command3 address
Command4: Display control command

4.5.3. Reading Key Timing

STB | [

DIO |Command1| Datal | Data2 | Data3 | Data4 |

Command1l: Setting reading key data command
Datal~4: Read Key Data

Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 14/ 21
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4.6+ Initialization Flow Chart
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Set data command —_————

set display address

Initialization

Clear display RAM
(Write 0 to RAM)

Display control command | — - —-—= 1

Main Program

Note:

1. The data command is used to select whether to write display data for the RAM area (divided into two
types: fixed address and address self-addition) or read key values.

2. When the IC is powered on, the content of RAM is not fixed. In order to prevent the display from
appearing randomly when the display is turned on first. It is recommended to clear the RAM and then turn
on the display.
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5. Typical Application Circuit And Application Note
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VDD
GRID4 1 GRID4 GRID5 32 GRID5
GRID3 2 GRID3 GRID6 31 GRID6
R gR2 SRLGND__ 3 | o\p GND =2 |I:GND
Z10K 210K 210K GRIDZ 4 29 GRID7
——— GRID2 GRID7 —m—mrrrr
GRIDI 5 | GRIDI GRIDS 28 GRIDS VDD
< DIO R4 A 220 7 DIO SEG14 M _]1 J_
2 RS "V 30R] e orcls (25 SEGI3 ca==cs
STB R6 AV 220R| 9 STB SEG12 24 SEG12 10111:‘ 104 |
Ko 10 23 SEGI1
—_ KO SEGI11 —
K1 11 | K1 SEG10 22 SEGI0 =
VDD 12 | VDD SEG9 21 SEG9 GND
C3i——C2—_—=Cl——KSI SEG1 13 20 SEGS8 KS8
———— SEGI/KSI SEGE8/KS8
101 101 101 KS2 SEG2 14 19 SEG7 KS7
[ SEG2/KS2 SEG7/KS7
K83 SEG3 15 18 SEG6 KS6
_— KS4  SEGA16 | SEG3/KS3 SEG6/KS6 17 SEGS KSS
= —— SEG4/KS4 SEGS5/KS5
GND
AiP1629B
b= (5] G = by =3 1 o
e N — — — — — — —
o= L= 55 [55 [55 L5 L= L=
K1

Note:

1. The circuit between filter capacitor and VDD, GND is as short as possible to enhance the filter effect.

2. In order to improve the anti-interference ability of the circuit, the communication port is recommended
to be connected according to the above figure. The specific parameter values can be adjusted according to
actual needs.
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5.1, Drive Common Cathode Digital Tube
If the digital tube displays “0”, then you need to make SEG1, SEG2, SEG3, SEG4, SEG5, SEG6 high and
SEG7 low when GRID1 is low. Just write the data 3FH in the O0H address to make the digital tube display
“0”. The connection diagram of the common cathode digital tube shows below:

. AR
SEGI
SEG2 H SEGIL
i AR SEG2
SEG3 'l . SEG3 |_ A DPY
DL g
SEG4 ;lf‘ GRIDI SEG =—— ¢, | | GriDI
SEGS | Ee
SEGS ;I" E’F L l[ﬁ,{]
SEG6 "' |" | SEG7
; AR
SEG7 H
SEG8 SEG7 SEG6 SEG5 SEG4 SEG3 SEG2 SEG1 Address
B7 B6 B5 B4 B3 B2 Bl BO
0 0 1 1 1 1 1 1 O0H
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5.2, Drive Common Anode Digital Tube

If the digital tube shows “0”, then you need to make SEG1 high when GRID1, GRID2, GRID3, GRID4,
GRID5 and GRID6 are low, and SEG1 low when GRID7 is low. Write data 01H to address units 00H, 02H,
04H, 06H, 08H, 0AH, respectively, the rest of the address units all write data 00H. The connection
diagram of the common anode digital tube shows below:

GRIDI P
GRID? "I‘i GRIDI
GRID3 "5 GRIDZ | ,
GRID4 v SEGI  GRID4 gfmb SEGI
s @Il—_ o
—— GRIDG G (teel
GRIDG “I'i GRID7
GRID7 1%
5

SEGS8 SEG7 SEG6 SEGS5 SEG4 SEG3 SEG2 SEG1
B7 B6 B5 B4 B3 B2 Bl BO Address
0 0 0 0 0 0 0 1 00H
0 0 0 0 0 0 0 1 02H
0 0 0 0 0 0 0 1 04H
0 0 0 0 0 0 0 1 06H
0 0 0 0 0 0 0 1 08H
0 0 0 0 0 0 0 1 0AH
0 0 0 0 0 0 0 0 0CH

Note: SEGn is the P chanel open drain output, GRIDn is the N chanel open drain output. When using,
SEGn can only connect the anode of LED, GRIDn can only connect the cathode of LED, no reverse
connection.
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6. Package Information

6.1, SOP32

0| Y

D

o

poangranannan

El

O
fHHHHEHE Y
A ’

LERE:

2023/12/A Dimensions In Millimeters
Symbol Min. Max.
A 2.24 2.59
Al 0.05 0.25
E 10.20 10.60
El 7.40 7.62
D 20.68 21.08
L 0.55 0.95
e 1.27
b 0.30 | 050
c 0.25
0 0° | 8°
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6.2 LQFP32
)

RAAAAAAR.
(N I s ': I BN R B '\.\
11 PIN 1 1] L‘—_—j,J R \ I g /

5 1] *_:L_LJ f o
w l:‘]:— _____ :I]:I i
(1 1
shilil=k: 0=

b -y

wiuiaininhil _;;1 L

a

2023/12/A Dimensions In Millimeters
Symbol Min Max
A — 1.60
Al 0.05 0.15
A2 1.35 1.45
b 0.32 0.43
c 0.13 0.18
D 8.80 9.20
D1 6.90 7.10
E 8.80 9.20
El 6.90 7.10
e 0.80
L 0.45 | o075
L1 1.00
0 0° | 7°
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7~ Statements And Notes
7.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .
Lead ) . Butylbe 9. B
and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur .| chromiu | minated | d phthala | o\ irala | oY tyl
lead cadmi ; : te yl
y m biphenyl | biphen te hthal phthala
compou | compo | UM compoun| s yl phthala | e
nds unds comp ds ethers te
ounds
Lead
o] () o () ] 0] (@) 0] () ]
frame
Plastic
. [} o (@] @] @] o o o o @]
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.

7.2+ Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.

Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 21/ 21
http://www.i-core. cn P.C.: 214072 VER: 2025-08-B1





