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1. General Description

AiP2842/AiP2843/AiP2844/AiP2845 are fixed frequency current-mode PWM controller. They are
specially designed for Off-Line and DC-to-DC converter applications with minimum external components.
These integrated circuits feature a trimmed oscillator for precise duty cycle control, a temperature
compensated reference, high gain error amplifier. Current sensing comparator, and a high current
totempole output ideally suited for driving a power MOSFET. Protection circuit Includes built in
under-voltage lockout and current limiting. The AiP2842 and AiP2844 have UVLO thresholds of 16V (on)
and 10V (off). The AiP2843 and AiP2845 are 8.8V (on) and 7.6V (off) .The AiP3842 and AiP3843 can
operate within 100% duty cycle. The AiP3844 and AiP3845 can operate with 50% duty cycle.

Features:

Low start-up current (<0.5mA)
Maximum duty cycle clamp

UVLO with hysteresis

Operating frequency up to 500kHz
Packaging form: SOP8/DIP8

Operating temperatures: -40°C to 125C

Ordering Information:
Tube packing specifications:

i ; Boxed
Part number Pa(;kaglng Marking TUb? tube Boxe_d Notes
orm code quantity quantity guantity

Dimensions of
plastic enclosure:

AiP2842SA8.TB SOP8 AiP2842 chl)t% be tublec;gox Péosolggx g._gmm>{3.9mm
in spacing:
1.27mm

Dimensions of
plastic enclosure:

. . 100 100 10000

AiP2843SA8.TB SOP8 AiP2843 PCS/tube | tube/box | PCS/box 4._9mm>§.9mm
Pin spacing:
1.27mm

Dimensions of
plastic enclosure:

. . 100 100 10000

AiP2844SA8.TB SOP8 AiP2844 pCS/tube | tube/box | PCS/box 4._9mm>§.9mm
Pin spacing:
1.27mm

Dimensions of
plastic enclosure:

. . 100 100 10000
AiP2845SA8.TB SOP8 AiP2845 pCS/tube | tube/box | PCS/box 4._9mm>§.9mm
Pin spacing:
1.27mm
Dimensions of
. . 50 40 2000 : )
AiP2842DA8.TB DIP8 AiP2842 pCS/tube | tube/box | PCS/box plastic enclosure:
9.2mm>6.4mm
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 1
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Pin spacing:
2.54mm

Dimensions of
plastic enclosure:

. . 50 40 2000

AiP2843DA8.TB DIP8 AiP2843 pCS/tube | tube/box | PCS/box 9._2mm>§.4mm
Pin spacing:
2.54mm

Dimensions of
plastic enclosure:

. - 50 40 2000

AiP2844DA8.TB DIP8 AiP2844 pCs/tube | tube/box | PCS/box 9._2mm><§.4mm
Pin spacing:
2.54mm

Dimensions of

50 40 2000 plastic enclosure:

AiP2845DA8.TB DIP8 AiP2845 PCS/tube | tube/box | PCS/box 9'-2mm>§'4mm
Pin spacing:

2.54mm

Reel packing specifications:

Packaging Marking Reel Boxed reel

. . Notes
form code guantity quantity

Part number

Dimensions of
plastic enclosure:
AiP2842SA8.TR SOP8 AiP2842 4000PCS/reel | 8000PCS/box | 4.9mm>3.9mm
Pin spacing:
1.27mm

Dimensions of
plastic enclosure:
AiP2843SA8.TR SOP8 AiP2843 4000PCS/reel | 8000PCS/box | 4.9mm>3.9mm
Pin spacing:
1.27mm

Dimensions of
plastic enclosure:
AiP2844SA8.TR SOP8 AiP2844 4000PCS/reel | 8000PCS/box | 4.9mm>3.9mm
Pin spacing:
1.27mm

Dimensions of
plastic enclosure:
AiP2845SA8.TR SOP8 AiP2845 4000PCS/reel | 8000PCS/box | 4.9mm>3.9mm
Pin spacing:
1.27mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual
product.
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2. Block Diagram And Pin Description
2.1, Block Diagram

7
Vi O
UVLO
5 v se | 8 _ 8 & VREF
GROUND ¢ |1 REF | T 5V 50mA
_ INTERNAL
zsoN BIAS
VREF GOOD -
LOGIC ] 6
L1 | ) QUTPUT
RT/ICT Q - osc > T
ERROR AMP. R S
VFB 2 R PWM
LATCH
COMP CURRENT
SENSE
ISENSE COMPARATOR
2.2, Pin Configurations
comp 1] O 8 | VREF
VFB | 2 7 Vi
ISENSE | 3 6 | OUTPUT
RT/CT | 4 5 | GROUND
2.3+ Pin Description
Pin No. Pin Name Description Pin No. Pin Name Description
1 COMP Comparison pin 5 GROUND Ground
2 VFB Negative feedback 6 OUTPUT Output
3 ISENSE Current sensitivity 7 Vi Power supply
4 RT/CT Oscillator pin 8 VREF Reference voltage
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 3
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3. Electrical Parameter
3.1, Absolute Maximum Ratings
(Tamp=25"C, unless otherwise specified)

Characteristic Symbol Conditions Value Unit
Supply voltage (low impedance Vi i 30 v
source)
Output current lo - H A
Error amplifier output sink Isink(EA) ) 10 mA
current
Analog input voltage Vin(EA) - -0.3t0 +6.3 \Y
Thermal resistance DIP8 0 - 110 CTIW
(Note 1, 2) SOP8 ” - 160
Operating temperature Tamb - -40 to 125 C
Storage temperature Tstg - -65 to 150 C
. DIP8 250 .
Soldering temperature TL 10s SOPs 260 C

Note:

1. Thermal resistance is tested in accordance with the JEDEC 2S2P.
2. The maximum power dissipation can be calculated using the following formula:

p,=(t;-1,)8,
Where Tj=junction temperature, Ta=ambient temperature

3.2, Electrical Characteristics
(Tamo=-40 to 125°C, Vi=15V (Note 3), RT=10kQ, CT=3.3nF, unless otherwise specified)

Parameter \ Symbol \ Conditions \ Min. \ Typ. \ Max. \ Unit
Reference Section
VREF output voltage VREF lo=1mA, T;=25C 4.90 5.00 5.10 V
Line regulation AVREF 12V<Vi<25V - 2 20 mv
Load regulation AVREF 1<Io<20mA - 3 25 mv
Temperature drift AVREF/AT (Note 4) - 0.25 - mV/C
Total output variation - line, load, temperature 4.7 - 5.3 V

Equivalent output

) eN 10Hz<f<10KHz, Tj=25C - 50 - uVv
noise voltage
Output short-circuit lsc (Note 4) .30 2100 -180 mA
current
Oscillator Section
T=25C 49 52 55 kHz
. fOSC Tamb:'40 tO 125DC 47 - 57 kHZ
Oscillator frequenc
quency (Note 7) Tj=25C

(RT=6.2kQ, CT=1nF) 225 250 275 kHz

Frequency voltage

_ ) 0
stability Afosc/AV Vi=12V to 25V 0.2 1 %
Frequency Tamp=-40 to 125°C i i 0
temperature stability | 2Tosc/AT (Note 4) 055 %
Oscillation amplitude Vosc (peak to peak) - 1.6 - \
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 4
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discharge current . P
(Vosc =2V) ldischg T=25C 7.6 8.3 9 mA
Error AMP Section
Input voltage V2 Vping=2.5V 242 2.50 2.58 V
Input bias current Ip Vrg=5V - -0.1 -2 UA
Ope”";‘;‘;’n"o't""ge AvoL 2V<Vo<4V 65 90 - dB
Unity gain bandwidth BW Ti=25C (Note 4) 0.7 1 - MHz
Power supply PSRR 12V<Vi<25V 60 | 70 . dB
rejection ratio
Output sink current lo Vp|N2=2.7V, Vpeine=1.1V 2 12 - mA
Output source current lo Vpinz=2.3V, Vpini=5V -0.5 -1 - mA
Output High level . Vpin2=2.3V; i
voltage Vour High RL=15KQ to ground 5 6.2 v
Output Low level Veing=2.7V;
voltage Vour Low R=15KQ to PIN 8 ; % 11 v
Current Sense Section
Gain Gv (Note 5, 6) 2.85 3 3.15 VIV
Maximum Input Ve Vpini=5V (Note 5) 0.9 1 11 Y,
signal
Supply voltage SVR 12V<Vi<25V (Note 5) i i 70 | dB
rejection
Input bias current Ip - - -2 -10 UA
Propagation delay - (Note 4) - 150 300 ns
Output Section
Output Low level Vv (Isink=20mA) - 0.1 0.4 \Y
voltage ¥ (Isink=200mA) - 16 2.2 v
Output High level Vv (Isource=20mA) 13 135 - V
voltage . (Isource=200mA) 12 135 - \Y;
UVLO saturation _ _
dropout Voltage VoLs V|—6V, lsink=1mA - 0.1 1.1 V
Rise time tr C.=1nF (Note 4) - 50 150 s
Fall time ts C.=1nF (Note 4) - 50 150
Under-voltage Lockout Section
AiP2842/4 145 16 175 V
hresh I V
Start threshold voltage | Vrusn AiP2843/5 78 | 88 | 95 v
Minimum operating v AiP2842/4 8.5 10 11.5 V
voltage OPRMINY AiP2843/5 7.0 76 8.4 v,
PWM Section
Maximum duty AiP2842/3 95 97 100 %
cycle AiP2844/5 47 48 50 %
Minimum duty cycle - - - - 0 %
Total current
Start-up current Ist Vi=6.5V, AiP2843/5 - 0.3 1 mA
P Vi=14V, AiP2842/4 - 0.3 1 mA
- I _
Operzﬂﬂgerffpp y I Vpin=Veina=0V . 12 20 | mA
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\ Zener voltage \ Viz \ li=25mA 30 \ 36 \ \ Vv
Note:
3. First adjust the supply voltage Vi to be high than the start threshold, then set it to 15V.
4. The above parameters are not test results for 100% of products, but they are typical.
5. When testing the trigger point of the latch, Vpin2=0.
6. Gain defined as: A=AVpini/AVpinz and 0<Vpinz<0.8V.
7. Rt>5kQ, f~1.76/(RT*CT)
4. Typical Application Circuit And Application Note
]
VREF
RT
2N
47K C 2222 @ 1 0
' J} Vi
(1) comp VREF (8) -
EIA « 100K -1
ADJUST - - 2) VFB Vi7 KW
» -1
s = 3)I1sENse  OUTPUT (6 o
47K QUTPUT
(4) RTICT  GROUND(S
=CT
/77 T
77

Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 6

http://www.i-core. cn

P.C.. 214072

VER: 2025-06-A3



ll Wuxi I-CORE Electronics Co., Ltd.
Tab: 835-12-B7

5. Package Information

5.1, DIP8

|

V] /

|

U J

- /\
1|l
!

e <4

el

)

ERERTVAN

2023/12/A Dimensions In Millimeters
Symbol Min Max
A 3.00 3.60
b 0.36 0.56
c 0.20 0.36
D 9.00 9.45
E 6.15 6.60
e 2.54
eA 7.62 9.30
L 3.00 —
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5.2, SOP8
D
| | A [
EE [ :7 C% J
Al A2
TRAA T
M im
1B 4
€ D
2023/12/A Dimensions In Millimeters
Symbol Min. Max.
A 1.35 1.80
Al 0.05 0.25
A2 1.25 1.55
D 4.70 5.10
E 5.80 6.30
El 3.70 4.10
b 0.306 0.51
c 0.19 0.25
e 1.27
L 0.40 0.89
0 0° 8<
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .

Lead ) . Butylbe 9. B

and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur | = qmi | chromiu | minated | d phthala phthala ?’ tyl

lead y m biphenyl | biphen | € te yhth |a | phthala

compou | compo | UM compoun| s yl f aa | e

nds unds comp 1 g ethers ¢

ounds
Lead
frame O O O o O 0] O o O O
Plastic
. [} o (@] @] @] o o o o @]

resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed

o: Indicates that the content of hazardous substances or elements in the detection limit of the following
explanatio the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006

Standard limit requirements.

6.2. Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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