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Tab: 835-12-B4 Number:AiP74HC/HCT138-AX-LJ-A013EN

1. General Description
The AiP74HC/HCT138 decodes three binary weighted address inputs(AO, Al and A2) to eight mutually

exclusive outputs (YO to Y7). The device features three enable inputs (E1, E2 and E3). Every output will

be HIGH unless E1 and E2 are LOW and E3 is HIGH. This multiple enable function allows easy parallel
expansion to a 1-0f-32(5 to 32 lines) decoder with just four AiP74HC/HCT138 ICs and one inverter. The
AiP74HC/HCT138 can be used as an eight output demultiplexer by using one of the active LOW enable
inputs as the data input and the remaining enable inputs as strobes. Inputs include clamp diodes. This
enables the use of current limiting resistors to interface inputs to voltages in excess of Vcc.

Features:

® Input levels:

For AiP74HC138: CMOS level

For AiP74HCT138: TTL level

Demultiplexing capability

Multiple input enable for easy expansion

Ideal for memory chip select decoding

Active LOW mutually exclusive outputs

Specified from -40°C to +125°C

Packaging information: DIP16/SOP16/TSSOP16/DHVQFN16
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Number:AiP74HC/HCT138-AX-LJ-A013EN

Ordering Information:

Tube packing specifications:

. . Boxed
Part number Packaging Marking TUb? tube Boxe_d Notes
form code quantity . quantity
guantity
Dimensions of
lastic enclosure:
: 25 40 1000 |P
AiP74HC138DA16.TB DIP16 74HC138
! PCS/tube | tube/box | PCS/box | 1-0mm>6.4mm
Pin spacing:
2.54mm
Dimensions of
25 40 1000 plastic enclosure:
AiP74HCT138DA16.TB DIP16 74HCT138
PCS/tube | tube/box | PCS/box | =o-0mm>6.4mm
Pin spacing:
2.54mm
Dimensions of
plastic enclosure:
. 50 200 10000
AiP74HC138SA16.TB SOP16 74HC138
' PCS/tube | tube/box | PCS/box | L0-0mm>3.9mm
Pin spacing:
1.27mm
Dimensions of
lastic enclosure:
: 50 200 10000 | P
AiP74HCT1385A16.TB SOP16 74HCT138
! PCS/tube | tube/box | PCS/box 1Q.Omm.><3.9mm
Pin spacing:
1.27mm
Dimensions of
lastic enclosure:
: 96 200 19200 |P
AiP74HC138TA16.TB TSSOP16 74HC138
PCS/tube | tube/box | PCS/box 5._0mm><4.4rnm
Pin spacing:
0.65mm
Dimensions of
plastic enclosure:
: 96 200 19200
AiP74HCT138TA16.TB | TSSOP16 | 74HCT138
! PCS/tube | tube/box | PCS/box | 2.0mm>a.4mm
Pin spacing:
0.65mm
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 4/ 21

http://www.i-core. cn

P.C.. 214072

VER: 2026-05-B2




ll Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4 Number:AiP74HC/HCT138-AX-LJ-A013EN

Reel packing specifications:

Packaging Marking Reel Boxed reel

form code quantity quantity Notes

Part number

Dimensions of

; 4000 8000 plastic enclosure:
AiP74HC138SA16.TR SOP16 74HC138
! PCS/reel PCS/box | 10.0mm>3.9mm

Pin spacing:1.27mm

Dimensions of

AIP7T4HCTI138SA16.TR | SOP16 | 74HCTi3g | 4000 8000 | plastic enclosure:
PCS/reel PCS/box | 10.0mm>3.9mm

Pin spacing:1.27mm

Dimensions of

; 5000 10000 plastic enclosure:
AIP74HC138TA16.TR T P1 74HC1
I c138 ° SSOP16 c138 PCS/reel PCS/box | 5.0mm>4.4mm

Pin spacing:0.65mm

Dimensions of

AIP74HCTI138TA16.TR | TSSOP16 | 74HCT13s | 2000 10000 | plastic enclosure:
PCS/reel PCS/box | 5.0mm>4.4mm

Pin spacing:0.65mm

Dimensions of

; 3000 3000 plastic enclosure:
AiP74HC138QE16.TR | DHVQFN16 | 74HC138
Q Q PCS/reel PCS/box | 3.5mm>2.5mm

Pin spacing:0.5mm

Dimensions of

; 3000 3000 plastic enclosure:
AiP74HCT138QE16.TR | DHVQFN16 | 74HCT1
I CTI38QELL QFN16 e PCS/reel PCS/box | 3.5mm>2.5mm

Pin spacing:0.5mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual
product.
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2. Block Diagram And Pin Description
2.1, Block Diagram

A0 Y0 jo—15
Al Y1jo—14
A2 Y2 jo—13
Y3jo—12
A E1 Y4 lo—11
c E2 Y5 fo—10
6 E3 \_(6 o—9
Y7 lo—7
Figure 1. Logic symbol
1 | A0 || __o_i(o_g
2 |a1 || I A e
3 | A2 || || bY2lis
308 |enasLef JoX2412
DECODER||EXITING | { o Y4111
| 4 | Y50
|| L | Y6l 9
|| || b7 7
4 |EB2
5 | E2
6 | E3

Figure 2. Functional diagram
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Figure 3. Logic diagram
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2.2+ Pin Configurations

g ¥
AO [1 ] 16] Voo L"‘J @ _
_ AL [2) (1s5] vo
Al [ 2] 15] Yo _
_ A2 [3) 4] v1
A2 [3] 14] Y1 _ _
El1 [4) (3] v2
E1[4] 13] Y2 £2 [5) | vs
E2 |5 12| Y3 = v
= £ [6) | gygo | L] ¥
E3 [6 11] Ya v1 D (0] v5
p— — [ee] (o))
Y7 [7] 10] Y5 ﬂ ﬂ
8 £
GND[ 8] (9] V6 o
DIP16/SOP16/TSSOP16 DHVQFN16

Note: (1) If it is soldered, the solder land should remain floating or be connected to GND.

2.3+ Pin Description

Pin No. Pin Name Description

1 A0 address input

2 Al address input

3 A2 address input

4 E1l enable input (active LOW)
5 E2 enable input (active LOW)
6 E3 enable input (active HIGH)
7 Y7 output (active LOW)

8 GND ground (0 V)

9 Y6 output (active LOW)
10 Y5 output (active LOW)

1 Y4 output (active LOW)

12 Y3 output (active LOW)
13 Y2 output (active LOW)
14 Y1 output (active LOW)
15 YO output (active LOW)
16 Vce supply voltage

Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 7121
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Number:AiP74HC/HCT138-AX-LJ-A013EN

2.4, Function Table

Input

Output
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I I X T|Tjr|T|IT|IT|XT|T

I Tr|T|T|T|T|r|T|T|T|xT

I|TrT|T|T|T|T|T|r|T|xT|xT

Note: H=HIGH voltage level; L=LOW voltage level; X=don’t care.

KN

Electrical Parameter

3.1, Absolute Maximum Ratings

(Voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter

Symbol

Conditions

Min.

Max.

Unit

supply voltage

Vce

-0.5

+7

input clamping current

lik

V< -05VorV,>Vcc+0.5V

20

mA

output clamping current

lok

Vo <-0.5Vor Vo> Vcct0.5V

mA

output current

lo

-0.5V < Vo < Vcet+0.5Vv

25

mA

supply current

Icc

50

mA

ground current

loND

mA

total power dissipation

Ptot

500

mw

storage temperature

Tstg

+150

soldering temperature

To

10s

DIP

245

SOP/TSSOP/DHVQFEN

260
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3.2, Recommended Operating Conditions

Parameter \ Symbol \ Conditions \ Min. | Typ. \ Max. \ Unit
AiP74HC138
supply voltage Vce - 2.0 5.0 6.0 \Y/
input voltage V| - 0 - Vce \Y/
output voltage Vo - 0 - Vce \Y/
i . i Vcc=2.0V - - 625 ns/\V
Input transition rise | »/x\ Veo=4.5V ~ [ 167 | 139 | nsiv
and fall rate
Vce=6.0V - - 83 ns/\V
ambient temperature Tamb - -40 - +125 C
AiP74HCT138
supply voltage Vce - 4.5 5.0 55 \Y/
input voltage V| - 0 - Vce \Y/
output voltage Vo - 0 - Vce \Y/
Input transition rise | »/\\ Vee=4.5V - | 167 | 139 | nsiv
and fall rate
ambient temperature Tamb - -40 - +125 C

3.3+ Electrical Characteristics
3.3.1. DC Characteristics 1
(Tamp=25°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter | Symbol Conditions | Min. | Typ. | Max. | Unit
AiP74HC138
GH-level Vee=2.0V 15 1.2 - Vv
HIGH-leve Vi Vec=45V 315 | 24 | - Y,
input voltage
Vcc=6.0V 4.2 3.2 - Vv
L OW.-level Vce=2.0V - 0.8 0.5 V
_LOW-leve ViL Vee=4.5V - |21 [135 | Vv
input voltage
Vcc=6.0V - 2.8 1.8 V
lo=-20UA; Vcc=2.0V 1.9 2.0 - \V
HIGH-level lo=-20UA; Vcc=4.5V 4.4 45 - \V
-leve _ _ . _ -
output Voltage VOH V|—V|H or V||_ |o— ZOUA, Vcc—G.OV 5.9 6.0 V
lo=-4.0mA; Vcc=4.5V 3.98 | 4.32 - Vv
10=-5.2mA; Vcc=6.0V 5.48 5.81 - Vv
10=20UA; Vcc=2.0V - 0 0.1 V
L OW-level 10=20uA; Vcc=4.5V - 0 0.1 Vv
-leve _ Z . _ _
output voltage VoL Vi=Vyor VL 10=20UA; Vcc=6.0V 0 0.1 V
10=4.0mA; Vcc=4.5V - 0.15 0.26 Vv
10=5.2mA; Vcc=6.0V - 0.16 | 0.26 \%
input leakage V=Vcc or GND; i i
current h Vce=6.0V H.O0 | UuA
V|:Vcc or GND; |o:0A; ) _
supply current lcc Vec=6.0V 8.0 UA
nput C - - | 35 | - | pF
capacitance
AIiP74HCT138
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 9/21

http://www.i-core. cn P.C.: 214072 VER: 2026-05-B2



ll Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4 Number:AiP74HC/HCT138-AX-LJ-A013EN
HIGH-level _
input Voltage ViH Vce=4.5V to 5.5V 2.0 1.6 - V
LOW-level ViL Vee=4.5V 10 5.5V - | 12 | 08 | Vv
input voltage
HIGH-level lo=-20UA; Vcc=4.5V 4.4 4.5 - Vv
V V=V or V
output voltage or R 10=-4.0mA; Vec=45V | 398 | 432 | - Y
LOW:-level 10=20uA; Vcc=4.5V - 0 0.1 V
V Vi=ViyorV
output voltage oL R 10=4.0mA; Viec=4.5V - | 015026 | Vv
input leakage Vi=Vcc or GND; i )
current h Vce=5.5V HO | uA
V=Vcc or GND; |o:0A;
supply current Icc Vee=5.5V - - 8.0 UA
Vi=Vcc-2.1V; An inputs - - 540
additional 10=0A; other inputs — .
supply current Alec at Vcc or GND; En inputs L . 450 | uA
Vcc=4.5V to 5.5V E3 input - - 360
mput C } } 35 ) PF
capacitance

3.3.2. DC Characteristics 2
(Tamb=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions \ Min. \ Typ. | Max. \ Unit
AiP74HC138
HIGHlevel Vce=2.0V 15 - - Vv
. “leve Vi Vee=4.5V 315 | - - v
input voltage
Vcce=6.0V 4.2 - - V
L OW-level Vce=2.0V - - 0.5 Vv
UVVHleve Vi Vee=4.5V - - 135 Vv
input voltage
Vce=6.0V - - 1.8 \Y
lo=-20UA; Vcc=2.0V 1.9 - - \Y
| GH-level lo=-20uA; Vcc=4.5V 4.4 - - \Y
-leve _ _ . _ . -
output voltage VoH V=V 4 or VL lo=-20UA; Vcc=6.0V 5.9 V
lo=-4.0mA; Vcc=4.5V 3.84 - - \Y
10=-5.2mA; Vcc=6.0V 5.34 - - \Y
10=20UA; Vcc=2.0V - - 0.1 V
L OW-level 10=20uA; Vcc=4.5V - - 0.1 \Y
-leve _ Z . - . -
output voltage VoL Vi=Vyor VL 10=20UA; Vcc=6.0V 0.1 V
10=4.0mA; Vcc=4.5V - - 0.33 \YJ
|o=5.2mA; Vcc=6.0V - - 0.33 V
input leakage Vi=Vcc or GND; i i
current h Vce=6.0V H.O0 | UuA
V|:Vcc or GND; |o:0A;
supply current Icc Vee=6.0V 80 uA
AiP74HCT138
HIGH-level _
input voltage Vin Vcc=4.5V to 5.5V 2.0 - - V
LOW-level _
input Voltage VL Vcc=4.5V to 5.5V - - 0.8 V
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 10/ 21
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HIGH-level Y Vi=Vi o V lo=-20uA; Vcc=4.5V 4.4 - - Vv
output voltage o = iA - lo=-4.0mA; Vcc=4.5V 3.84 - - V
LOW-level 10=20uUA; Vcc=4.5V - - 0.1 \
\Y V=V orV
output voltage o TR 10=4.0mA,; Vee=4.5V - - o33 | v
input leakage Vi=Vcc or GND; i i
current . V=55V HO | uA
Vi=Vcc or GND; 10=0A,;
supply current lcc Vee=5.5V - - 80 UA
Vi=Vce-2.1V; An inputs - - 675
additional 10=0A; other inputs = i i
supply current Alec at Vec or GND; En inputs 562.5 | uA
Vcc=4.5V to 5.5V E3 input - - 450

3.3.3. DC Characteristics 3
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions \ Min. \ Typ. | Max. \ Unit
AiP74HC138
level Vcc=2.0V 15 - - \Y
HIGH-leve Vi Vec=4.5V 315 | - - Y,
input voltage
Vcc=6.0V 4.2 - - V
L OWelevel Vcc=2.0V - - 0.5 \V
LUVHIeVe Vi Vee=45V - - 13| Vv
input voltage
Vcec=6.0V - - 1.8 V
lo=-20UA; Vcc=2.0V 1.9 - - \V
HIGH-level lo=-20UA; Vcc=4.5V 4.4 - - V
-leve 4 . ; 4 . -
output voltage VoH V=V iy or VL lo= ZOUA, Vcc=6.0V 5.9 V
lo=-4.0mA; Vcc=4.5V 3.7 - - \Y
lo=-5.2mA:; Vcc=6.0V 5.2 - - V
10=20UA; Vcc=2.0V - - 0.1 V
L OW-level 10=20UA; Vcc=4.5V - - 0.1 V
-leve _ Z . - . -
output voltage VoL V=V 4 or VL 10=20UA; Vcc=6.0V 0.1 V
10=4.0mA; Vcc=4.5V - - 0.4 Vv
10=5.2mA; Vcc=6.0V - - 0.4 V
input leakage V=Vcc or GND; i i
current h Vce=6.0V H.O0 | UuA
V|:Vcc or GND; |o:0A;
supply current Icc Voc=6.0V - - 160 UA
AiP74HCT138
HIGH-level _
input voltage ViH Vce=4.5V t0 5.5V 2.0 - - \Y
LOW-level _
input voltage ViL Vcc=4.5V to 5.5V - - 0.8 Vv
HIGH-level lo=-20UA; Vcc=4.5V 4.4 - - \'%
V Vi=Viyor VvV
output voltage o TIRT O | 10=-4.0mA; Vee=45V | 37 | - - v
LOW-level 10=20UA; Vcc=4.5V - - 0.1 V
V Vi=Viyor VvV
output voltage ot R T 0=4.0mA; Vec=4.5V - - 04 | V
input leakage Iy Vi=Vcc or GND; - - +.0 UA
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current Vce=5.5V
Vi=Vcc or GND; |o=0A;
supply current lcc Vee=5.5V - - 160 UA
Vi=Vcc-2.1V; An inputs - - 735
additional 10=0A,; other inputs -
supply current Alcc at Ve or GND: En inputs - - 612.5 | UuA
Vce=4.5V to 5.5V E3 input - - 490

3.3.4. AC Characteristics 1
(Tamv=25"C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions \ Min. \ Typ. | Max. \ Unit
AiP74HC138
- Vce=2.0V 41 150 ns
Anto Yn _ " Vec=4.5V 15 | 30 | ns
propagation to | seefFigures Vce=5.0V:CL=15pF 2 | - | ns
dela =
y Vcce=6.0V 12 26 ns
N Vce=2.0V 47 150 ns
E3to Yn . see Fiaure 51 Vec=4.5V 17 | 20 | ns
proggﬁa"";'on pd g Vee=5.0V:C,=15pF % | - | ns
Vce=6.0V 14 26 ns
B N Vce=2.0V 47 150 ns
Ento Yn . see Fiaure 61 Vec=4.5V 17 | 20 | ns
proggﬁa"";'on pd g Vce=5.0V;C,=15pF % | - | ns
Vce=6.0V 14 26 ns
Vcc=2.0V 19 75 ns
transition time t; see Figure 5121 Vcc=4.5V 7 15 ns
Vcc=6.0V 6 13 ns
_Power CL=50pF; f=IMHz;
dissipation Crp \Z:GIF\)ID’ o Vil 67 - pF
capacitance
AiP74HCT138
Anto Yn _ Vcc=4.5V 20 | 35 | ns
propagation tpd see Figure 54
delay Vcc=5.0V;C =15pF 17 - ns
E3to Yn _ Vcc=4.5V 18 | 40 | ns
propagation tpd see Flgure 5[1]
delay Vcc=5.0V;C =15pF 19 - ns
Ento Yn _ Vec=4.5V 19 | 40 | ns
propagation tpa see Figure 6lU
delay Vcc=5.0V;C =15pF 19 - ns
transition time t; see Figure 512 Vec=4.5V 7 15 ns
power _ . .
T C=50pF; f=1MHz;
d|55|p_at|on Cep V,=GND t0 Vee—1.5VE] 67 ) PF
capacitance
Note:
[1] toa is the same as tpLr and tpw.
[2] t: is the same as trhL and trp.
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[3] Crp is used to determine the dynamic power dissipation (Pp in uW).
Po=(Cpp>Vcc?>fi>XN)+Y (CLxV cc?>f,) where:
fi=input frequency in MHz;
fo=output frequency in MHz;
CL=output load capacitance in pF;
Vce=supply voltage in V;
N=number of inputs switching;
3 (CLXVcc?f,)=sum of outputs.

3.3.5. AC Characteristics 2
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter | Symbol Conditions | Min. | Typ. | Max. | Unit
AiP74HC138
Anto Yn: Vcc=2.0V - - 190 ns
propagation tpd see Figure 5! Vce=4.5V - R 38 ns
delay Vce=6.0V - i 33 ns
E3to Yn; Vee=2.0V - - 190 | ns
propagation tod see Figure 5 Vce=4.5V - - 38 ns
delay Vce=6.0V ¢ - 33 ns
Ento Yn; Vcc=2.0V - - 190 ns
propagation tpd see Figure 614 Vcc=4.5V - - 38 ns
delay Vce=6.0V - - 33 ns
Vcc=2.0V - - 95 ns
transition time t; see Figure 512 Vee=4.5V - - 19 ns
Vcc=6.0V - - 16 ns
AiP74HCT138
Anto \?n;
propagation tod see Figure 514 Vce=4.5V - - 44 ns
delay
E3 to \?n;
propagation tpd see Figure 5 Vce=4.5V - - 50 ns
delay
Ento Yn;
propagation tpd see Figure 61 Vce=4.5V - - 50 ns
delay
transition time t; see Figure 51?1 Vcc=4.5V - - 19 ns
Note:

[1] toa is the same as tpLn and tpHL.
[2] t: is the same as tthL and trw.
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3.3.6. AC Characteristics 3
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions \ Min. \ Typ. | Max. \ Unit
AiP74HC138
An to \?n; Vce=2.0V - - 225 ns
propagation tpd see Figure 51 Vce=4.5V - - 45 ns
delay Vcc=6.0V - - 38 ns
E3to Yn; Vee=2.0V ] - 225 | ns
propagation tod see Figure 51 Vce=4.5V - - 45 ns
delay Vcc=6.0V - - 38 ns
Ento \?n; Vce=2.0V p - 225 ns
propagation tpd see Figure 614 Vcc=4.5V 4 g 45 ns
delay Vce=6.0V L - 38 ns
Vce=2.0V - - 110 ns
transition time t; see Figure 512 Vcc=4.5V - - 22 ns
Vcc=6.0V - - 19 ns
AiP74HCT138
Anto \?n;
propagation tpd see Figure 5 Vce=4.5V - - 53 ns
delay
E3to \?n;
propagation tpd see Figure 5 Vce=4.5V - - 60 ns
delay
Ento Yn;
propagation tpd see Figure 61 Vec=4.5V - - 60 ns
delay
transition time t; see Figure 51?1 Vcc=4.5V - - 22 ns
Note:

[1] toa is the same as tpn and tpHL.
[2] t: is the same as tthL and trw.
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4. Testing Circuit
4.1, AC Testing Circuit

\: tW =\
Vi—s5
negative
pulse Vi Vu
oV 10%
—>‘ ts ‘4— —J t;
—P‘ t; [ —T t;
Vi 90%
positive
pulse Vu Vu
OV —10% ) t
[ W |
Vee
Vv, Vo R. S1, |
< DUT — open
RT i C:L
I 77

Figure 4. Test circuit for measuring switching times

Definitions for test circuit:
C.=load capacitance including jig and probe capacitance.
Rr=termination resistance should be equal to the output impedance Z, of the pulse generator.

R.=Load resistance.
S1=Test selection switch.

4.2, AC Testing Waveforms

Vce
An,E3
input Vi
GND
tpHL <+—tpy

Vo ———
Yn
output Vi
VoL \
—> <t —> trn

Figure 5. Propagation delay input (An) and enable input (E3) to output (\?n)

and transition time output (\?n)
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Vee
E1,E2 5

input

GND
—
Vo —
Yn
output Vi
VoL \
—> ety

-

<+— tpLH

<+ trn

Figure 6. Propagation delay enable input (En) to output (Yn) and transition time output (Yn)

4.3. Measurement Points

Type Input Output
Vm Vm
AiP74HC138 0.5%Vcc 0.5%Vcc
AiP74HCT138 1.3V 1.3V
4.4, Test Data
Input Load S1 position
Type p p
Vi I, CL RL tpLH, tHL | tpzH, tPHz | tezL, trLz

AiP74HC138 Ve 6.0ns 15pF, 50pF 1kQ open GND Ve
AIP74HCT138 | 3.0V 6.0ns 15pF, 50pF 1kQ open GND Vee
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 16/ 21
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5. Package Information

5.1, DIP16

|

I
bl
D ‘
h L
D m
O
v
7 ] T LI LT T
2023/12/A Dimensions In Millimeters
Symbol Min Max
A2 3.00 3.60
Al 0.51 -
A 3.60 5.33
L 3.00 3.60
b 0.36 0.56
B1 1.52
D 18.80 19.94
El 6.20 6.60
2.54
0.20 0.36
eB 7.62 9.30
17/21
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5.2. SOP16
L D
V‘ \ /*\ I | LLI
il il N
3
6 L

dHdidddd ¥

HHHHHBEHHE

€ b
2023/12/A Dimensions In Millimeters
Symbol Min. Max.
A 1.35 1.80
Al 0.10 0.25
A2 1.25 1.55
b 0.33 0.51
c 0.19 0.25
D 9.50 10.10
E 5.80 6.30
El 3.70 4.10
e 1.27
L 0.35 0.89
0 0< 8°
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5.3, TSSOP16

@Mv ' ‘ L
TAW A2 CXF% ?LLg

L4

=
I
B

€ b
2023/12/A Dimensions In Millimeters

Symbol Min Max
A — 1.20
Al 0.05 0.15
A2 0.80 1.05
b 0.19 0.30
c 0.09 0.20
D 4,90 5.10
El 4.30 4.50
E 6.20 6.60

e 0.65
L 0.45 0.75
0 0< 8°
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5.4, DHVQFN16

7 cce[c]
(o] //lpbelch T‘“‘M‘W
e ™
\ “I
‘ R [
A2
A
Slaadc] TOP VIEW SIDE VIEW
[$]ece®[c[A[E]
TD]"
o [UIU
2 71O | Tl (o
I
LD M |
= |
D ] |
= ! -
> o
:[) 0| ﬂ\ s
L(14%) ! 16 EXPOSED
THERMAL PAD
BOTTOM VIEW
2023/12/A Dimensions In Millimeters
Symbol Min Max
A 0.80 1.00
Al 0.00 0.05
A2 0.60 0.70
A3 0.20
D 2.40 2.60
E 3.40 3.60
e 0.50
b 0.18 0.30
L 0.30 0.50
D1 0.85 1.15
El 1.85 2.15
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | ! Hexaval Polybro .
Lead ) . Butylbe 9. B
and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur |~ imi | chromiu | minated | d phthala phthala ?’ tyl
lead |y m biphenyl | biphen | t€ te yhth |a | phthala
compo | compo | UM compoun| s yl phthala |
unds | unds comp - g ethers e
ounds
Lead frame o o o o o o o o o o
Plastic resin o o o o o o o o o o
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic sheet
inSta“ed O O O o O 0] o O O O
o: Indicates that the content of hazardous substances or elements in the detection limit of the following
. the SJ/T11363-2006 standard.
explanation . .
x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.
6.2. Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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