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AIP74LVC/LVCH16373
16-bit D-type transparent latch; 3-state

Product  Specification

Specification Revision History:

Version Date Description
2017-12-A1 2017-12 New
2023-04-B1 2023-04 Update the template
2025-12-B2 2025-12 Modi_fy the supply voltage range; add the parameters at the
condition of Vcc=4.5V to 5.5V; add ESD
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1. General Description

The AiP74LVC/LVCH16373 are 16-bit D-type transparent latches featuring separate D-type inputs with
bus hold (AiP74LVVCH16373 only) for each latch and 3-state outputs for bus-oriented applications. One

Latch Enable (LE) input and one Output Enable(O_E) are provided for each octal. Inputs can be driven
from either 3.3V or 5V devices.When disabled, up to 5.5V can be applied to the outputs. These features
allow the use of these devices in mixed 3.3V and 5V applications.

The device consists of two sections of eight D-type transparent latches with 3-state true outputs. When LE
is HIGH, data at the Dn inputs enter the latches. In this condition, the latches are transparent, that is, the
latch outputs change each time its corresponding D-input changes. The latches store the information that
was present at the D-inputs one set-up time (ts,) preceding the HIGH-to-LOW transition of LE. When

OEis LOW, the contents of the eight latches are available at the outputs. When OE s HIGH, the outputs

go to the high impedance OFF-state. Operation of the OE input does not affect the state of the latches.
Bus hold on the data inputs eliminates the need for external pull-up resistors to hold unused inputs.

Features:

5V tolerant inputs/outputs for interfacing with 5V logic
Wide supply voltage range from 1.2V to 5.5V

CMOS low power consumption

Multibyte flow-through standard pinout architecture
Multiple low inductance supply pins for minimum noise and ground bounce
Direct interface with TTL levels

All data inputs have bus hold (AiP74LVCH16373 only)
High-impedance when Vcc=0V

Specified from -40°C to +125°C

Packaging information: TSSOP48
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Ordering Information:

Tube packing specifications:

. Boxed
Part number Pa?kaglng Marking code Tub(_a tube Boxe_d Notes
orm guantity : guantity
guantity
Dimensions of
AiP74LVC16373 38 100 3800 plastic enclosure:
TSSOP48 74LVC16373
TA48.TB PCS/tube | tube/box | PCS/box | o->mme-1mm
in spacing:
0.5mm
Dimensions of
AiP74LVCH16373 38 100 3800 plastic enclosure:
TSSOP48 | 74LVCH16373
TA48.TB PCS/tube | tuberbox | PCS/box | porormm>o-1mm
in spacing:
0.5mm
Reel packing specifications:
Part number Pat;kaglng Marking code Ree! Boxed _reel Notes
orm guantity guantity
AIiP74LVC16373 Dimensions of
i ; .
TSSOP48 74LVC16373 2000 2000 pIaStIC enclosure:
TA48.TR PCS/reel PCS/box 12.5mm>6.1mm
Pin spacing: 0.5mm
AiP74LVCH16373 Dimensions of
i ; .
TSSOP48 74L\VCH16373 2000 2000 plastic enclosure:
TA48.TR PCS/reel PCS/box 12.5mm>6.1mm
Pin spacing: 0.5mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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2. Block Diagram And Pin Description
2.1, Block Diagram

b

10E  20E
47— 1D0 1Q0 —2
46— 1D1 1Q1 |—3
44— 1D2 1Q2|—5
43— 1D3 1Q3 —86
41— 1D4 104 |—38
40— 1D5 1Q5—9
38— 1D6 1Q6 —11
37— 1D7 1Q7 —12
36—] 200 2Q0 }—13
35— 2D1 2Q1 |—14
33— 2D2 2Q21—16
32— 2D3 2Q3 |—17
30— 204 2Q4 —19
29— 2D5 2Q5|—20
27— 206 2Q6 |—22
26— 2D7 2Q7 |—23

1LE  2LE

4|8 2|5

Figure 1. Logic symbol

10— 1EN

e lcs

90E 24 ™ 26N

A2 Jc4

v 2 C .

100 D v 1Q0
11 46 3 Ja
D2 24 % 12
103 23 6 1a3
104 21 8 14
1p5 40| % a5
1p6 28| L ae
107 32 12_4ar
00 28 I70 7w 2200
1 B 4 a1
22 38 LEEPYY
03 2 L7 903
2p4 30 LEEPYY
20 20 20 o
206 27 2 _ 906
o7 26 2 Lo

Figure 2. IEC logic symbol

Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 5/19
http://www.i-core. cn P.C.: 214072 VER: 2025-12-B2




Wuxi I-CORE Electronics Co., Ltd.
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10— 1p Q%HDO 00— 1Ip Q%ZQU
F 3 r'y
LATCH LATCH
1 9
LE LE LE LE

1LE bog 2LE ‘DOJE
10E ~Dc 20E ~Do
v v v v v v
to 7 other channels to 7 other channels

Figure 3. Logic diagram

Vee

i

data input —»— — to internal circuit

Ll
L

Figure 4. Bus hold circuit

2.2 Pin Configurations

10E [1] 48] 1LE
100 [2] O 47] 100
1Q1 [3 | 46] 1D1
GND [ 4] [45] GND
102 [5 ] 44] 1D2
103 [ 6] 43] 1D3
Vee [ 7] [42] Vee
104 [ 8] [41] 1D4
105 [9 | 40] 1D5
GND [10] [39] GND
1Q6 [11] 38] 1D6
1q7 [12] 37] 1D7
200 [13] [36] 200
21 [14] 35] 2D1
GND [15] [34] GND
2Q2 [16] 33] 2D2
203 [17] 32] 2D3
Ve [18] [31] Vec
204 [19)] [30] 204
205 [20 29] 2D5
GND [21] 28] GND
206 [22 27] 206
2Q7 (23 26] 2D7
20E [24 25] 2LE
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2.3, Pin Description

Pin No. Pin Name Description
1 10E output enable input (active LOW)
24 20E output enable input (active LOW)
48 1LE latch enable input (active HIGH)
25 2LE latch enable input (active HIGH)
4,10,15,21,28,34,39,45 GND ground (0V)
7,18,31,42 Ve supply voltage
2,3,5,6,8,9,11,12 1Q0 to 1Q7 data output
13,14,16,17,19,20,22,23 2Q0 to 2Q7 data output
47,46,44,43,41,40,38,37 1D0 to 1D7 data input
36,35,33,32,30,29,27,26 2D0 to 2D7 data input

2.4, Function Table

Operating modes — Input Internal latch Dutput
nOE nLE nDn nQO to nQ7
Enable and read register L H L L L
(transparent mode) L H H H H
Latch and read register - - ! L L
L L h H H
Latch register and disable H L I L Z
outputs H L h H Z
Note:
H=HIGH voltage level
h=HIGH voltage level one set-up time prior to the HIGH to LOW LE transition
L=LOW voltage level
I=LOW voltage level one set-up time prior to the HIGH to LOW LE transition
Z=high-impedance OFF-state
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 7719
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3. Electrical Parameter

3.1, Absolute Maximum Ratings

(Voltages are referenced to GND(ground=0V), unless otherwise specified.)

Parameter Symbol Conditions Min. Max. Unit
supply voltage Ve - -0.5 +6.5 \Y/
input clamping ik V<OV 50 - mA

current
input voltage \2 - -0.5 +6.5 \Y;
output clamping
current lok Vo>Vcc or Vo<OV - 450 mA
outoLt voltage v output HIGH or LOW statel? -0.5 Vcct0.5 \Y;
P g © output 3-statel -0.5 +6.5 \Y;
output current lo Vo=0V to Vcc - 50 mA
supply current lcc - - 100 mA
ground current lenp - -100 - mA
storage i i .

temperature Tatg 65 4130 C

total power

dissipation Prot - - 500 mwW

soldering T, 10s 260 e
temperature

electrostatic | gqp, HBM 2000 Y

discharge
Note:
[1] The minimum input voltage ratings may be exceeded if the input current ratings are observed.
[2] The output voltage ratings may be exceeded if the output current ratings are observed.
3.2, Recommended Operating Conditions

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
supply voltage Vv - 165 - >3 v

PRIy voTiag ce functional 12 | - | 55 | V

input voltage V, - 0 - 55 V

outoutiace Vv output HIGH or LOW state 0 - Vce Vv
P g © output 3-state 0 - 55 Vv
ambient . . .

temperature Tamb in free air -40 - +125 C
input transition Vce=1.65V to 2.7V 0 - 20 ns/\V
. At/AV

rise and fall rate Vce=2.7V to 3.6V 0 - 10 ns/\V
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3.3+ Electrical Characteristics
3.3.1. DC Characteristics 1

(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter | Symbol Conditions Min. Typ.[M Max. Unit
Vce=1.2V 1.08 - - Vv
Vcc=1.65V to 1.95V 0.65%Vcc - - \Y/
HIGH-level _
. Viu Vce=2.3V 10 2.7V 1.7 - - Vv
input voltage
Vce=2.7V to 3.6V 2.0 - - Vv
Vcc=4.5V t05.5V 0.7%Vcc - - Vv
Vce=1.2V - - 0.12 Vv
L OW-level Vce=1.65V to 1.95V - - 0.35%Vcc \Y
LOW-leve ViL Vee=23V t0 2.7V i - 0.7 Y,
input voltage
Vce=2.7V to 3.6V - - 0.8 \Y
Vce=4.5V t05.5V - - 0.3%Vcc \Y
lo=-100uA;
Vee=1.65V to 5.5V Vee-0.2 ) ) M
lo=-4mA; Vcc=1.65V 1.2 - - Vv
HIGH-level lo=-8mA; Vcc=2.3V 1.8 - - \Y
output Vo | VEVIHOTVIL [T 15mA; Vee=2.7V | 2.2 : :
voltage
lo=-18MA; Vcc=3.0V 2.4 - - V
lo=-24mA; Vcc=3.0V 2.2 - - \Y
l0=-32mA; Vcc=4.5V 3.8 - - \Y
10=100UA; i )
Vcec=1.65V to 5.5V 0.2 v
LOW-level lo=4mA; Vcc=1.65V - - 0.45 vV
output VoL V=V or VL 10=8mMA; Vcc=2.3V - - 0.6 \Y
voltage 10=12mA; Vcc=2.7V - - 0.4 Vv
lo=24mA; Vcc=3.0V - - 0.55 \Y
10=32mA; Vcc=4.5V - - 0.55 Vv
input leakage Vcc=3.6V; i i
current h V=5.5V or GND 5 UA
OFf state | Vi=Vik 0f Vi Vee=3.6V; ] ] " A
P 0z Vo=5.5V or GNDP
current
power-off
leakage lorr Vce=0V; V| or Vo=5.5V - - +0 UA
current
supply Vcc=3.6V;V|=VCC or GND; ) ~
current lec 10=0A 20 UA
additional per input pin;
supply Alcc Vce=2.7V t0 3.6V; - - 500 uA
current V|:Vcc-0.6V; lo=0A
input Vce=0V to 3.6V, i i
capacitance Ci Vi=GND to Vcc 50 PF
Vcc=1.65V; V=0.58VEIH 10 - - uA
bus hold | Vee=2.3V; Vi=0.7V 30 - - UA
LOW current BHL ceme o, YIm
Vcc=3.0V; V|=0.8V 75 - - uA
bus hold IBHH Vcc=1.65V; V=1.07VEIH -10 - - uA
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HIGH current Vce=2.3V; V\=1.7V -30 - - uA
Vcc=3.0V; V\=2.0V -75 - - UA
bus hold Vce=1.95VEIB] 200 - - uA
OVZ%YYVG lsnLo Vec=2.7V 300 - - UA
current Vce=3.6V 500 - - uA
bus hold Vce=1.95VEIB] -200 - - uA
O\Z'rgr'i*ve lenko Vee=2.7V -300 - - UuA
current Vce=3.6V -500 - - UA
Note:
[1] All typical values are measured at Vcc=3.3V (unless stated otherwise) and Tamy=25C.
[2] The bus hold circuit is switched off when V>V ¢ allowing 5.5V on the input pin.
[3] Valid for data inputs (AiP74LVVCH16373) only; control inputs do not have a bus hold circuit.
[4] The specified sustaining current at the data inputs holds the input below the specified V| level.
[5] The specified overdrive current at the data input forces the data input to the opposite logic input state.
3.3.2. DC Characteristics 2
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)
Parameter | Symbol Conditions Min. Typ.lM Max. Unit
Vce=1.2V 1.08 - - \Y
Vce=1.65V to 1.95V 0.65%Vcc - - \%
HIGH-level -, Vee=2.3V 10 2.7V 17 i i v
input voltage
Vcc=2.7V 10 3.6V 2.0 - - Vv
Vee=4.5V t05.5V 0.7%Vcc - - \Y
Vce=1.2V - - 0.12 V
Vce=1.65V to 1.95V - - 0.35%Vcc V
[LOW-level 1y, Vee=2.3V 10 2.7V i - 0.7 Y
input voltage
Vce=2.7V to 3.6V - - 0.8 \%
Vcc=4.5V t05.5V - - 0.3%Vcc V
=-100UA;
Vcclzol.GS%)ltJo 5oy | Vee03 ] ] M
lo=-4mA; Vcc=1.65V 1.05 - - \Y
HIGH-level lo=-8mA; Vcc=2.3V 1.65 - - \%
output Vor | VEVIHOTVIL [T = 19mA: Vee=2.7V | 2.05 - -
voltage
lo=-18mMA; Vcc=3.0V 2.25 - - V
lo=-24mA; Vcc=3.0V 2.0 - - V
lo=-32mA; Vcc=4.5V 3.4 - - Vv
10=100UA,;
V=165V to 5.5V ] ] 03 v
LOW-level lo=4mA; Vcc=1.65V - - 0.65 \Y
output VoL Vi=Vi4 or V. 10=8mA; Vcc=2.3V - - 0.8 \Y
voltage 10=12mA; Vcc=2.7V - - 0.6 \Y/
1o0=24mA; Vcc=3.0V - - 0.8 V
|o=32mA; Vcc=4.5V - - 0.8 V
e | v [ e
Address: Building B4,NO.777,Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 10/ 19
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OFF-state
ouput | oz Vs or GhDE - 20| ua
current
power-off
Ieakage lorr VCCZOV; V) or Vo=5.5V - +20 UA
current
suppl Vcc=3.6V;V|=Vcc or GND;
cufrzatt lec 10=0A i 80 uA
additional per input pin;
supply Alcc Vcc=2.7V to 3.6V; - 5000 uA
current Vi=Vcc-0.6V; 10=0A
Vcc=1.65V; V=0.58VEIH 10 - uA
bus hold | Vee=2.3V; V=0.7V 25 - uA
LOW current BHL cemeov, YiTY.
Vcc=3.0V; V|=O.8V 60 - uA
Vcc=1.65V; V=1.07VEIH -10 - uA
bus hold | Vee=2.3V; Vi=1.7V -25 - UA
HIGH current BHH cemeov, Yimoe
Vcc=3.0V; V|=2.0V -60 = uA
bus hold Vce=1.95VEIP] 200 - uA
LOW _
overdrive IgHLO Vcc—2.7V 300 UA
current Vcc:3.6V 500 - UA
bus hold Vce=1.95VEIP] -200 - uA
HIGH =
overdrive IBHHO Vce=2.7V 300 UA
current Vce=3.6V -500 - UuA
Note:

[1] All typical values are measured at Vcc=3.3V (unless stated otherwise) and Tamp=25C.

[2] The bus hold circuit is switched off when V>V ¢ allowing 5.5V on the input pin.

[3] Valid for data inputs (AiP74LVCH16373) only; control inputs do not have a bus hold circuit.
[4] The specified sustaining current at the data inputs holds the input below the specified V| level.
[5] The specified overdrive current at the data input forces the data input to the opposite logic input state.
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3.3.3. AC Characteristics 1
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
Vce=1.2V - 16.8 - ns
Vce=1.65V to 1.95V 15 7.6 16.0 ns
Dn to Qn;see Vce=2.3V to 2.7V 1.0 4.1 8.0 ns
Figure 5[4 Vee=2.7V 15 4.1 69 | ns
Vcc=3.0V to 3.6V 1.0 3.4 6.2 ns
propagation ¢ Vcc=4.5V t05.5V 1.0 3.0 5.4 ns
delay pd Vee=1.2V - 19.6 - ns
Vce=1.65V to 1.95V 2.0 9.0 17.4 ns
LE to Qn;see Vce=2.3V 10 2.7V 1.5 4.8 8.5 ns
Figure 6 Vee=2.7V 1.5 4.2 7.4 ns
Vce=3.0V to 3.6V 15 4.1 6.7 ns
Vcc=4.5V t05.5V 15 3.6 5.8 ns
Vce=1.2V - 25.2 2 ns
Vce=1.65V to 1.95V 15 1.7 17.4 ns
_ OEtoOnssee | Vec=2.3V to 2.7V 1.0 43 | 92 | ns
enable time for FigureQ?[z] Vee=2.7V 15 | 46 | 80 | ns
Vce=3.0V to 3.6V 1.0 3.5 6.9 ns
Vce=4.5V t05.5V 1.0 3.0 6.0 ns
Vce=1.2V - 154 - ns
Vce=1.65V to 1.95V 2.8 6.3 12.7 ns
. . az to Qn:see Vcc=2.3Vt0 2.7V 1.0 35 7.1 ns
disable time tas Figurgﬂzl Vec=2.7V 15 | 46 | 88 | ns
Vcc=3.0V to 3.6V 15 4.3 7.6 ns
Vcc=4.5V t05.5V 15 3.7 6.6 ns
Vce=1.65V to 1.95V 5.0 - - ns
_ Vcc=2.3V to 2.7V 4.0 - - ns
pulse width tw LEFIi-gIEI:ésee Vece=2.7V 3.0 - - ns
Vce=3.0V to 3.6V 3.0 2.8 - ns
Vce=4.5V t05.5V 3.0 2.4 - ns
Vcc=1.65V to 1.95V 3.0 - - ns
) Vcc=2.3V to 2.7V 2.5 - - ns
set-up time tsu DnFt%lIJ_rli,Ssee Vce=2.7V 2.0 - - ns
Vce=3.0V to 3.6V 2.0 1.4 - ns
Vcc=4.5V t05.5V 2.0 1.2 - ns
Vce=1.65V to 1.95V 2.5 - - ns
) Vce=2.3V to 2.7V 2.0 - - ns
hold time th D”Ft% LB ee Vee=2.7V 0.9 i = ns
Vce=3.0V to 3.6V +0.9 -14 - ns
Vcc=4.5V t05.5V +0.9 -1.2 - ns
QUKW | 1 Ve=3.0V to 3.6V . - | 14| ns
power Crp per input; Vcee=1.65V to 1.95V - 15.1 - pF
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dissip_ation V|=GND to Vcc=2.3V to 2.7V - 18.2 - pF
capacitance Vel Vec=3.0V 10 3.6V - 210 | - | pF

Note:

[1] Typical values are measured at Tamp=25C and Vcc=1.2V,1.8V,2.5V,2.7V and 3.3V respectively.
[2] tpa is the same as tpLn and tpHL.
ten 1S the same as tpz. and tpz.
tais IS the same as tpiz and tpHz.
[3] Skew between any two outputs of the same package switching in the same direction. This parameter is
guaranteed by design.
[4] Cep is used to determine the dynamic power dissipation (Pp in uW).
PD=CPD><VCC2><fi><N+Z(C|_><Vc;c2><fo) where:
fi=input frequency in MHz; f,=output frequency in MHz
Cr=output load capacitance in pF
Vce=supply voltage in Volts
N=number of inputs switching
Y (CLXVcc?xf,)=sum of the outputs

3.3.4. AC Characteristics 2
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
Vce=1.65V to 1.95V 15 - 18.5 ns
_ Vee=2.3V 0 2.7V 1.0 - 92 | ns
Dgi;%grgfz‘?e Vec=2.1V 15 = 91 | ns
Vcc=3.0V to 3.6V 1.0 - 1.7 ns
propagation ¢ Vcc=4.5V t05.5V 1.0 - 6.7 ns
delay pd Vce=1.65V to 1.95V 2.0 - 20.2 ns
' Vcc=2.3V to 2.7V 1.5 - 9.9 ns
LEFtiglj?g‘gee Vee=2.7V 15 i 98 | ns
Vce=3.0V to 3.6V 1.5 - 8.4 ns
Vcc=4.5V t05.5V 1.5 - 7.3 ns
Vce=1.65V to 1.95V 1.5 - 20.0 ns
_ Vce=2.3V 10 2.7V 1.0 - 10.6 ns
enable time to | OFtoQnisee Voe=2.7V 15 - 105 | ns
Figure 7 Voc=3.0V t0 3.6V 1.0 i 91 | ns
Vcc=4.5V t05.5V 1.0 - 7.9 ns
Vce=1.65V to 1.95V 2.8 - 14.7 ns
_ Vce=2.3V 1o 2.7V 1.0 - 8.4 ns
disable time tais OEto Qng,]ee Vee=2.7V 1.5 - 11.2 | ns
Figure 7 Voc=3.0V t0 3.6V 15 i 98 | ns
Vce=4.5V t05.5V 15 - 8.5 ns
Vce=1.65V to 1.95V 5.0 - - ns
oulse width fw LE HIGH;see Vce=2.3V to 2.7V 4.0 - - ns
Figure 6 Vee=2.7V 3.0 - - ns
Vcc=3.0V to 3.6V 3.0 - - ns
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Vcc=4.5V t05.5V 3.0 - - ns

Vcc=1.65V to 1.95V 3.0 - - ns

_ Vcc=2.3V to 2.7V 25 - - ns

set-up time tsu DnFtic;]quE,Bsee Vcce=2.7V 2.0 - - ns

Vce=3.0V to 3.6V 2.0 - - ns

Vce=4.5V t05.5V 2.0 - - ns

Vce=1.65V to 1.95V 2.5 - - ns

) Vce=2.3V 10 2.7V 2.0 - - ns

hold time t D”Fti‘; LB ee Vee=2.7V 0.9 i = ns

Vce=3.0V to 3.6V +0.9 - - ns

Vce=4.5V to5.5V +0.9 - - ns

output skew | Vee=3.0V to 3.6VE : ) 21 | ns
time

Note:

[1] Typical values are measured at Tamp=25C and Vcc=1.2V,1.8V,2.5V,2.7V and 3.3V respectively.
[2] tpa is the same as tpLn and tpHL.
ten is the same as tpzi and tpz.
tais IS the same as tpi z and tpHz.
[3] Skew between any two outputs of the same package switching in the same direction. This parameter is

guaranteed by design.

4. Testing Circuit

4.1, AC Testing Waveforms
Vi

Dn input
GN
Vo

Qn output

Vo

_\N,M

*tP

HL--f

Vm

> tpLH [=—

D
H
L

VoL and Von are typical output voltage levels that occur with the output load.
Figure 5. Input (Dn) to output (Qn) propagation delays
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Vi
LE input 7/\/M VM ﬂ

GND

-ty —»

—| tpHL | —| tpLH [=—
VoH
Qn output VM Vi

VoL

VoL and Von are typical output voltage levels that occur with the output load.
Figure 6. Latch enable input (LE) pulse width,
and the latch enable input to output (Qn) propagation delays

\ / \
OE input 7 VM \VM
GND
-— tp 7 4" —| tpz| |-
Vee
Qn output
LOW-to-OFF VM
OFF-to-LOW Vy
VoL
~— lpHZ —= - tpzH —»
VoH
\
Qn output Vy
HIGH-to-OFF L
OFF-to-HIGH /
GND
outputs outputs outputs
enabled disabled enabled

VoL and Von are typical output voltage levels that occur with the output load.
Figure 7. 3-state enable and disable times
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Vi
Dn input Vi
GND
—| T - —| th |-
-ty — toy —=
Vi
LE input VM
GND

VoL and Von are typical output voltage levels that occur with the output load.
The shaded areas indicate when the input is permitted to change for predictable output performance.
Figure 8. Data set-up and hold times for the Dn input to the LE input

4.2. Measurement Points

Supply voltage Input Output

VCC V| V|v| VM Vx VY
12v Vce 0.5%Vcc 0.5%Vcc Vo_+0.15V Von-0.15V
1.65V to 1.95V Vce 0.5%Vcc 0.5%Vcc VoL+0.15V Von-0.15V
2.3Vto 2.7V Vce 0.5%Vcc 0.5%Vcc Vo_+0.15V Von-0.15V
2.1V 2.1V 1.5V 1.5V Vo_+0.3V Von-0.3V
3.0V to 3.6V 2.7V 1.5V 1.5V Vor+0.3V Von-0.3V
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http://www.i-core. cn P.C.: 214072 VER: 2025-12-B2



Tab: 835-12-B4 Number:AiP74LVC/LVCH16373-AX-LJ-BO74EN

ll Wuxi I-CORE Electronics Co., Ltd.

4.3, AC Testing Circuit

tw—m———

VIT5o %\ /
negative
pulse Vm Vi
10 %
oV
—- tf ‘q— — tr -—
— t ‘4— -t |
Vi
. 90 %
positive
pulse VM Vi
0,
0V 10 % 7 \
|- tw »-|
VEXT
Vee
R
. | L
G ~
T DUT

Figure 6. Test circuit for measuring switching times

Definitions for test circuit:

RL=Load resistance.

Cr=Load capacitance including jig and probe capacitance.

Rr=Termination resistance should be equal to output impedance Z, of the pulse generator.
Vexr=External voltage for measuring switching times.

4.4, Test Data

Input Load VExT
Supply voltage

Vi tr, ts CL Re tpLH, tPHL tpLz, trzL tpHz, trzH

1.2v Vce <2ns 30pF 1kQ open 2%Vcc GND

1.65V 10 1.95V Ve <2ns 30pF 1kQ open 22V cc GND

2.3Vto 2.7V Ve <2ns 30pF | 500Q open 2%Vce GND

2.1V 27V | <25ns | 50pF | 500Q open 2>cc GND

3.0V to 3.6V 2.7V <2.5ns | 50pF | 500Q open 2%Vcc GND
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5. Package Information
5.1, TSSOP48

[ D »|

& ~
A A A A A A A A A A A A A Ay

TAW A2 : ) %%

L

AAAARAARAARAAKAanaandans f

O
MMM@MﬁﬁﬂMMMMMQL
= L
Dimensions (mm)
Symbol Min. Max.
A - 1.20
Al 0.03 0.15
A2 0.82 1.05
b 0.17 0.27
c 0.12 0.22
D 12.40 12.60
E 7.90 8.30
El 6.00 6.20
e 0.50
L 0.35 ] 0.75
L1 1.00
0 0 \ 8°
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | ! Hexaval Polybro .

Lead ) . Butylbe 9. B

and y and lurg ent Polybro | minate | Dibutyl nzyl Ellﬁ € | Diisobu
Part name mercur and .| chromiu | minated | d phthala phthala ?’ |yl

lead |y cadmi oy biphenyl | biphen | t€ te yhth |a | phthala

compo | compo | UM compoun| s yl phthala |

unds | unds comp =y ethers e

ounds

Lead frame o o o o o o o o o o
Plastic resin o o o o o o o o o o
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic sheet
R O O O o O 0] o O O O
installed

o: Indicates that the content of hazardous substances or elements in the detection limit

. of the following the SJ/T11363-2006 standard.

explanation

x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006

Standard limit requirements.
6.2. Notes

We Recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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