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ll Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LJ-BO89EN

1. General Description

The AiP74LVC1G123 is a single retriggerable monostable multivibrator with Schmitt trigger inputs.
Output pulse width is controlled by three methods:

1. The basic pulse is programmed by selection of an external resistor (REXT) and capacitor (CEXT).

2. Once triggered, the basic output pulse width may be extended by retriggering the gated active
LOW-going edge input (A ) or the active HIGH-going edge input (B). By repeating this process, the
output pulse period (Q = HIGH) can be made as long as desired.

3. An internal connection from CLR to the input gates makes it possible to trigger the circuit by a

HIGH-going signal at input CLR .

Features:

Wide supply voltage range from 1.65V to 5.5V
F24mA output drive (Vcc=3.0V)

CMOS low power consumption

Retriggerable for very long pulses up to 100 % duty factor
High-impedance when V¢c=0V

Direct reset terminates output pulse

Schmitt trigger on all inputs

Inputs accept voltages up to 5.5V

Specified from -40°C to +125°C

Packaging information: TSSOP8/VSSOP8/XSON8
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Tab: 835-12-B4

Wuxi I-CORE Electronics Co., Ltd.

Number: AiP74LVC1G123-AX-LJ-BO89EN

Ordering Information:
Tube packing specifications:

i i Boxed
Part number Pa:kagmg Marking Tubg tube Boxeq Notes
orm code quantity quantity quantity

Dimensions of

) 100 200 20000 plastic enclosure:

AIP74LVC1G123TA8.TB | TSSOPS8 DLXX PCS/tube | tube/box | PCS/box Ii,_Ommx_g,,ornm
in spacing:
0.65mm

Reel packing specifications:

Part number Packaging | Marking Reel_ Boxed _reel Notes
form code quantity guantity

Dimensions of
plastic enclosure:

AiP74LVC1G123TA8. TR | TSSOP8 | DLXX | 3000PCS/reel | 3000PCS/box | 3.0mm>3.0mm
Pin spacing:
0.65mm
Dimensions of
plastic enclosure:

AIP74LVCIG123YAB.TR | VSSOP8 | DLXX | 3000PCS/reel | 3000PCS/box | 2.0mm>2.3mm
Pin spacing:
0.50mm
Dimensions of
plastic enclosure:

AiP74LVC1G123EC8.TR | XSON8 DLXX | 5000PCS/reel | 25000PCS/box | 1.0mmx=1.95mm
Pin spacing:
0.50mm

Note 1: “XX” refers to variable content, meaning year and package batch serial number.
Note 2: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LJ-BO89EN

ll Wuxi I-CORE Electronics Co., Ltd.

2~ Block Diagram And Pin Description

2.1, Block Diagram
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Figure 1. Logic symbol
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Figure 2. Logic diagram
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Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LJ-BO89EN

ll Wuxi I-CORE Electronics Co., Ltd.

2.2+ Pin Configurations

A Vec
B REXT/CEXT
Al O 8 Vee
B[2 |7 | REXT/CEXT ClR|[ 3| [ | cExT
CLR[ 3] | 6 | CEXT
GND [ 4 5]Q GND Q
TSSOP8/VSSOP8 XSON8
2.3+ Pin Description
Pin No. Pin Name Description
1 A negative-edge triggered input
2 B positive-edge triggered input
3 CLR direct reset LOW and positive-edge triggered input
4 GND ground (OV)
5 Q active HIGH output
6 CEXT external capacitor connection
7 REXT/CEXT external resistor and capacitor connection
8 Vee supply voltage
2.4, Function Table
Input Output
CLR A B Q
L X X L
X H X LM
X X L LM
H L 1 IT
H l H Il
1 L H

Note:
H=HIGH voltage level,

L=LOW voltage level,
X=don’t care;
1=LOW-to-HIGH transition;
1=HIGH-to-LOW transition;

L =one HIGH level output pulse.

[1] If the monostable was triggered before this condition was established, the pulse continues as
programmed.
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Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LJ-BO89EN

ll Wuxi I-CORE Electronics Co., Ltd.

3. Electrical Parameter

3.1, Absolute Maximum Ratings
(All voltage referenced to GND (ground=0V), unless otherwise specified)

Characteristic Symbol Conditions Min. Max. Unit
supply voltage Ve - -0.5 +6.5 \%
input voltage V| - -0.5 +6.5 \Y
output voltage Vo active mode -0.5 Vcct+0.5 \V
power-down mode -0.5 +6.5 \Y/
input clamping current lik V<0V -50 - mA
output clamping current lok Vo<0V or Vo>Vcce - 450 mA
output current lo Vo=0V to Vcc - 450 mA
supply current lcc - - 100 mA
ground current lenD - -100 - mA
storage temperature Tsig - -65 +150 0
total power dissipation Piot - - 300 mwW
soldering temperature T. 10s 260 T

3.2, Recommended Operating Conditions

Characteristic Symbol Conditions Min. Max. Unit
supply voltage Vee - 1.65 55 \Y/
input voltage V, - 0 55 V
active mode 0 Vece Vv
output voltage \Y/
P g ° power-down mode 0 55 V
operating temperature Tamp - -40 +125 C
Address:Building B4,NO.777 Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 5
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Wuxi I-CORE Electronics Co., Ltd.

Number: AiP74LVC1G123-AX-LJ-BO89EN

Tab: 835-12-B4

3.3+ Electrical Characteristics

3.3.1. DC Characteristics 1

(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
|o=-1OOUA; Vcc- _ _ Vv
Vcc=1.65V to 5.5V 0.1
HIGH-level lo=-4mA; Vcc=1.65V 1.2 - - \Y
-leve _ _ . _
OUtpUt Voltage Vou V=V1: or V1. lo=-8mA; Vcc=2.3V 1.9 - - Vv
lo=-12mA; Vcc=2.7V 2.2 - - \Y
lo=-24mA; Vcc=3.0V 2.4 - - \Y
l0=-32mA; V=45V | 3.8 - - \Y
10=100UA; ) )
Vcc=1.65V to 5.5V 0.1 v
L OW-level lo=4mA; Vcc=1.65V - - 0.45 \Y
-leve _ Z . — - .
output Voltage VoL V,=Vq; or V1. 10=8MA; Vcc=2.3V 0.3 Vv
10=12mA; Vcc=2.7V - - 0.4 \Y
l0=24mA; Vc=3.0V - - 0.55 \Y
10=32MA; Vcc=4.5V - - 0.55 \Y
input leakage _ . - - -
current I V,=5.5V or GND; V=0V to 5.5V + uA
power-off _ : - - -
Ieakage current lorr V,or Vo=5.5V; V=0V + uA
_ Quiescent;
VESSVor 1y, 1 65V 10 5.5V - - 10 | uA
GND <
10=0A
supply current I Vec=1.65V - - 80 UA
| Active state; Vec=2.3V - - | 130 [ uA
REXT/CEXT V=3V - - 240 uA
:O.SVCC VCC:4'5V - - 400 UA
Vce=5.5V - - 650 uA
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Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LJ-BO89EN

3.3.2. DC Characteristics 2
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter Symbol Conditions Min. | Typ. | Max | Unit
|o=-1OOUA; Vcc- _ _ Vv
Vcc=1.65V to 5.5V 0.1
HIGH-level lo=-4mA; Vcc=1.65V 1.2 - - Vv
-leve _ — . — R -
output Voltage Vou V=V1: or V1. lo=-8mA; Vcc=2.3V 1.9 Vv
lo=-12mA; Vcc=2.7V 2.2 - - Vv
lo=-24mA; Vcc=3.0V 2.4 - - Vv
10=-32mA; Vcc=4.5V 3.8 - - Vv
10=100UA; ) .
Vcc=1.65V to 5.5V & v
LOW-level lo=4mA; Vcc=1.65V - - 0.45 Vv
-leve _ _ . — i 2
output Voltage VoL V,=Vq; or V1. 10=8MA; Vcc=2.3V 0.3 \Y
10=12mA; Vcc=2.7V - - 0.4 Vv
10=24mA; Vcc=3.0V - - 0.55 Vv
10=32MA; Vcc=4.5V - - 0.55 Vv
input leakage _ . -
current I V,=5.5V or GND; V=0V to 5.5V - - +0 uA
power-off _ : - - -
Ieakage current lorr V| or Vo=5.5V; V=0V +0 uA
_ Quiescent;
VESSVIOr |y 1 65V t0 5.5V - - 20 | uA
GND ~
10=0A
supply current I Vec=1.65V - - 80 uA
e Active state; Vce=2.3V - - 130 uA
REXT/CEXT V=3V - - 240 uA
=0.5Vcc Vcc=4.5V - - 400 uA
Vcc=5.5V - - 650 uA
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Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4

Number: AiP74LVC1G123-AX-LJ-BO89EN

3.3.3. Transfer Characteristics 1
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter | Symbol Conditions Min. | Typ.' | Max. | Unit
___ _ Vee=1.65V101.95V | 0.72 | 098 | 1.22 v
po;n}t;;/;;g%ng v ABand TN o3vio27v | 097 | 126 | 152 | V
i T | CLRinput, ™, —30v 036V | 120 | 158 | 1.90 v
voltage see Figure 9 -
Vee=45V 1055V | 174 | 227 | 275 v
- _ Vee=1.65V101.95V | 056 | 081 | 1.04 | V
“e%ﬁ?e"si'g&'“g v A.Band TN o3vio27v | 083 | 109 | 1.33 Y
" T | CLRInput ™/ =30V t03.6V | 1.08 | 1.40 | 1.70 v
voltage see Figure 9 —
Vee=45V 1055V | 161 | 207 | 253 v
A Band | Vec=165V1t0195V | 61 170 | 295 | mv
hysteresis v CLR input; Vcc=2.3V 1o 2.7V 41 174 304 1\
voltage H (V1e-V1) Vce=3.0V to 3.6V 40 183 319 mV
see Figure 9 Vcc=4.5V to 5.5V 32 199 363 mV

Note: [1] Typical values are measured at T,np=25"C and V¢c=1.8V, 2.5V, 3.3V and 5.0V respectively.

3.3.4. Transfer Characteristics 2

(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter | Symbol Conditions Min. | Typ.™ | Max. | unit
_ Vce=1.65V 10 1.95V | 0.71 - 1.22 v
positive-going ABand TN o avie2y | 097 | - 152 | Vv
threshold Ve | CLRimput [y —30vioaev | 120 | - 190 | V

voltage see Figure 9 o : ' :

V=45V 1055V | 1.74 - 2.78 v
- _ Vcc=1.65V101.95V | 0.56 - 1.04 v,
“e%ﬁ“"eh'gl‘(’j'”g v AL Band Ty So3vio2 v | 082 - 133 | Vv
V:fliage T Sié—lzéﬂf:tg V=30V 1036V | 1.08 - 172 |V
V=45V 1055V | 161 - 257 v,

A Band | Vec=L.65V1t0195V | 54 - 295 | mv

hysteresis v CLRinput; | Vcc=23V 10 2.7V 41 - 304 mV

voltage H (V1e-V7) Vce=3.0V to 3.6V 40 - 319 mV

see Figure 9 Vcc=4.5V to 5.5V 26 - 363 mV

Note: [1] Typical values are measured at T,,,=25°C and V¢c=1.8V, 2.5V, 3.3V and 5.0V respectively.
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Wuxi I-CORE Electronics Co., Ltd.

Number: AiP74LVC1G123-AX-LJ-BO89EN

Tab: 835-12-B4

3.3.5. AC Characteristics 1
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter | Symbo Conditions | Min. [ Typ. | Max. | Unit
C_=15pF
Vce=1.65V to 1.95V 2.5 7.1 16.3 ns
Vce=2.3V to 2.7V 1.9 - 10.3 ns
Vce=2.7V 1.9 - 8.5 ns
Vce=3.0V to 3.6V 15 - 7.6 ns
A,BtoQ; Vce=4.5V to 5.5V 1.2 - 53 ns
see Figure 4 | C =30pF or C =50pF
Vce=1.65V to 1.95V 2.9 7.8 17.6 ns
Vce=2.3V to 2.7V 2.2 - 11.3 ns
Vce=2.7V 2.7 - 10.5 ns
Vcc=3.0V to 3.6V 2.0 - 9.5 ns
propagation tpHL, Vcc=4.5V to 5.5V 15 - 6.7 ns
delay teLH C =15pF
Vcc=1.65V to 1.95V 3.0 6.9 16.2 ns
Vce=2.3V to 2.7V 2.2 - 9.6 ns
Vee=2.7V 2.2 - 8.2 ns
Vcc=3.0V to 3.6V 2.0 - 7.3 ns
CLR 10 Q: Vee=4.5V to 5.5V 1.5 - 5.1 ns
see Figure 4 | C_=30pF or C_=50pF
Vcc=1.65V to 1.95V 3.3 7.5 17.2 ns
Vce=2.3V to 2.7V 25 - 10.3 ns
Vee=2.7V 2.8 - 9.3 ns
Vce=3.0V to 3.6V 1.5 - 8.4 ns
Vce=4.5V to 5.5V 1.5 - 6.0 ns
C_=15pF
Vce=1.65V to 1.95V 2.7 7.6 17.4 ns
Vce=2.3V t0 2.7V 2.1 - 11.0 ns
Vce=2.7V 2.1 - 9.2 ns
A Vce=3.0V to 3.6V 1.7 - 8.2 ns
propagation | tery, CLRt1o Vcc=4.5V to 5.5V 1.4 - 5.9 ns
delay toL Q(triggen); - "= =30pF or C,=50pF
see Figure 4
Vce=1.65V to 1.95V 3.1 8.3 18.8 ns
Vce=2.3V 10 2.7V 2.5 - 12.0 ns
Vce=2.7V 2.8 - 11.1 ns
Vcc=3.0V to 3.6V 2.0 - 10.1 ns
Vcc=4.5V 10 5.5V 15 - 7.1 ns
- Vcc=1.65V to 1.95V 8.0 - - ns
iNPUtA LOW | v/(=2.3V to 2.7V 4.0 - - ns
; B HIGH; Vee=2.7V 3.0 - - ns
pulsewidth | tw | g E'Iggti‘é Vec=3.0V 1036V | 30 - - ns
Vcc=4.5V 10 5.5V 2.5 - - ns
inputCLR | Vcc=165Vt01.95V | 8.0 - - ns
LOW; see Vcc=2.3V 10 2.7V 4.0 - - ns
Address:Building B4,NO.777 Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 9
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ll Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4 Number: AiP74LVC1G123-AX-LI-BO89EN
Figure 4 and V=27V 3.0 - - ns
Figure 6 Vce=3.0V to 3.6V 3.0 - - ns
Vce=4.5V to 5.5V 2.5 - - ns
Cext=100pF
Vcc=1.65V to 1.95V - 14 2.2 us
Vcc=2.3V 10 2.7V - 1.3 1.8 us
Vcc=2.7V - 1.2 1.8 us
Vcc=3.0V to 3.6V - 1.2 1.8 us
Vcc=4.5V to 5.5V - 1.2 1.8 us
output Q Cex1=0.01uF
HIGH: see | Voc=1.65V 10195V | - 100 [ 110 us
. Figure 4, Vcc=2.3V 10 2.7V - 100 110 us
pulsewidth | tw | Eigure 5 and V=27V - 100 | 110 | us
Figure 6; Vec=3.0V to 3.6V - 100 110 us
Rexr=10kQ ™7y, " =45V t0 5.5V - 100 | 110 | us
Cext=0.1uF

Vcc=1.65V to 1.95V - 1.0 1.05 ms
Vce=2.3V 10 2.7V - 1.0 1.05 ms
Vce=2.7V - 1.0 1.05 ms
Vcc=3.0V to 3.6V - 1.0 1.05 ms
Vce=4.5V to 5.5V - 1.0 1.05 ms

Cexr=100pF; Rexr=5kQ
Vce=1.65V to 1.95V - 174 - ns
Vce=2.3V to 2.7V - 59 - ns

Cext=100pF; Rexr=1kQ
Vcc=3.0V to 3.6V - 32 - ns
. . z\ , B: see Vcc=4.5V 1o 5.5V - 20 - ns

retriggertime |- tuig Figure 5 | Coxr=100UF; Rexa=5kQ
Vcc=1.65V to 1.95V - 14 - ms
Vcc=2.3V 10 2.7V - 10 - ms

CEXT=100UF; REXTzle
Vec=3.0V to 3.6V - 10 - ms
Vcc=4.5V to 5.5V - 8 - ms

see Figure 10, = - -
rg;(it;;rﬂe Rext FigL_JréJ 11 and Voem2 0V ° Ko
Figure 12 Vcc23.0V 1 - - kQ
Note:

[1] Typical values are measured at T,,,=25C and Vcc=1.8V, 2.5V, 3.3V and 5.0V respectively.
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Wuxi I-CORE Electronics Co., Ltd.

Number: AiP74LVC1G123-AX-LJ-BO89EN

Tab: 835-12-B4

3.3.6. AC Characteristics 2
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified)

Parameter | Symbo Conditions \ Min. \ Typ. \ Max. \ Unit
C =15pF
Vcc=1.65V to 1.95V 25 17.6 ns
Vcc=2.3V 0 2.7V 19 11.2 ns
Vec=2.7V 19 9.3 ns
Vcc=3.0V to 3.6V 15 8.3 ns
A,BtoQ; Vcc=4.5V to 5.5V 1.2 5.8 ns
see Figure 4 | C =30pF or C =50pF
Vcc=1.65V to 1.95V 2.9 19.0 ns
Vcc=2.3V 0 2.7V 2.2 12.3 ns
Vec=2.7V 2.7 114 ns
Vcc=3.0V to 3.6V 2.0 10.3 ns
propagation tpHL, Vcc=4.5V to 5.5V 15 7.2 ns
delay teLH C =15pF
Vcc=1.65V to 1.95V 3.0 17.4 ns
Vcc=2.3V t0 2.7V 2.2 10.5 ns
Vec=2.7V 2.2 8.9 ns
Vcc=3.0V to 3.6V 2.0 8.0 ns
CTR to Q; Vcc=4.5V to 5.5V 15 55 ns
see Figure 4 | C_=30pF or C_=50pF
Vcc=1.65V to 1.95V 3.3 18.6 ns
Vce=2.3V to 2.7V 2.0 11.2 ns
Vcc=2.7V 2.8 10.2 ns
Vcc=3.0V to 3.6V 15 9.2 ns
Vcc=4.5V to 5.5V 15 6.6 ns
C. =15pF
Vcc=1.65V to 1.95V 2.7 18.9 ns
Vcc=2.3V to 2.7V 2.1 12.0 ns
Vec=2.7V 2.1 10.0 ns
_ Vcc=3.0V to 3.6V 1.7 8.9 ns
propagation | teuy, CLRto Vec=4.5V to 5.5V 1.4 6.4 ns
delay toy | QUIGYEN: e —30nF o C =50pF
see Figure 4
Vcc=1.65V to 1.95V 3.3 20.3 ns
Vcc=2.3V to 2.7V 25 13.1 ns
Vec=2.7V 2.8 12.1 ns
Vcc=3.0V to 3.6V 2.0 11.0 ns
Vcc=4.5V to 5.5V 15 7.7 ns
B Vcc=1.65V to 1.95V 8.0 - ns
iNpUtA LOW | v/(=2.3V to 2.7V 4.0 - ns
| L -
pulse width tw and Figure 5 Vcc=3.0V to 3.6V 3.0 - ns
Vcc=4.5V to 5.5V 25 - ns
input CLR Vcc=1.65V to 1.95V 8.0 - ns
LOW; see Vcc=2.3V 10 2.7V 4.0 - ns
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Figure 4 and V=27V 3.0 - - ns
Figure 6 Vcec=3.0V to 3.6V 3.0 - - ns
Vce=4.5V to 5.5V 25 - - ns

Cext=100pF
Vce=1.65V to 1.95V - - 2.2 us
Vce=2.3V to 2.7V - - 1.8 us
Vee=2.7V - - 1.8 us
Vce=3.0V to 3.6V - - 1.8 us
Vce=4.5V to 5.5V - - 1.8 us

output Q Cex1=0.01uF

HIGH: see Vce=1.65V to 1.95V - - 110 us
. Figure 4, Vcc=2.3V 10 2.7V - - 110 us
pulse width tw Figure 5 and V=27V - - 110 us
Figure 6; Vcc=3.0V to 3.6V - - 110 us
Rexr=10kQ ™7y, " =45V t0 5.5V - - 110 | us

Cext=0.1uF
Vcc=1.65V to 1.95V - - 1.05 ms
Vce=2.3V 10 2.7V - - 1.05 ms
Vce=2.7V - - 1.05 ms
Vcc=3.0V to 3.6V - - 1.05 ms
Vcc=4.5V to 5.5V - - 1.05 ms
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4. Testing Circuit
4.1, AC Testing Circuit

|- tW -
Vi gomy S
negative
pulse Vi M
oV —10%
—> e —| {
— { e — e
Vi Z 90%
positive N
pulse Vi Vi
oV 10%~ -
Lt tW -
Vext
Vee
Ro
PULSE Vi DUT Vo
GENERATOR l
l ;|’CL RL

Definitions for test circuit:
R, =Load resistance.

C_=Load capacitance including jig and probe capacitance.

Rr=Termination resistance should be equal to output impedance Z, of the pulse generator.

Vexr=Test voltage for switching times.

Figure 3. Test circuit for measuring switching times
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4.2, AC Testing Waveforms

B input jf Vm

GND
—tw
Vi
A input ——Vm —
GND ——
— tw
Vi
CLR input — Vum
GND
— [ tpy - teLH
Vo
Q output
VOL
tW tW
Figure 4. Propagation delays from inputs (A , B, CLR ) to output (Q)
B input
L, tW e
Ainput
‘*trtrigg' — ty ~—
Q output
tW tW
tw
CLR =HIGH

Figure 5. Output pulse control using retrigger pulse
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B input
CLR input
— tW | —
Q output
tw tw
A =LOW

Figure 6. Output pulse control using reset input CLR

— Uiy [—

trtrig

A input T
B input

CLR input

REXT/CEXT \\///’J \\V///—rgg, \////‘ﬁ47

Q output
tw tw r tW"'trtrig -
Figure 7. Input and output timing
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VCC

R EXT

:

to CEXT to REXT/CEXT
(pin6) (pin7)

Figure 8. Timing component connections

4.3. Measurement Points

Supply voltage Input Output
Vce Vwm Vwm
1.65V to 1.95V 0.5Vcc 0.5Vcc
2.3V 1o 2.7V 0.5Vcc 0.5Vcc
2.7V 1.5V 1.5V
3.0V to 3.6V 1.5V 1.5V
4.5V to 5.5V 0.5Vcc 0.5Vcc

4.4, Test Data

Supply voltage Input Load VexT
Vce Vi tr, t Co Re toLH, thHL
1.65V to 1.95V Vee <3.0ns 15pF 1IMQ open
2.3Vito 2.7V Vce <3.0ns 15pF 1IMQ open
2.7V 2.7V <3.0ns 15pF 1IMQ open
3.0V to 3.6V 2.7V <3.0ns 15pF 1IMQ open
45V to 5.5V Vee <3.0ns 15pF IMQ open
1.65V to 1.95V Ve <3.0ns 30pF 1kQ open
2.3V to 2.7V Ve <3.0ns 30pF 500Q open
2.1V 2.1V <3.0ns 50pF 500Q open
3.0V to 3.6V 2.1V <3.0ns 50pF 500Q open
45V to 5.5V Vee <3.0ns 50pF 500Q open
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5. Package Information

D = - E -
-1 X
) ~ "n-\‘

{ Y
c— - ;
* ‘\\‘_.__'__Jf T
o HE -l
> z
8 5
1
T [ _
A2
I A (A3)
| A1 ) ;
pin 1 index y \ ;—I +
o] * T
-l Lp
|-|— L—=
tii tii o e
Dimensions (mm)
Symbol :
ymbo Min. Max.
A - 1.10
Al 0 0.15
A2 0.75 0.95
A3 0.25
bp 0.22 0.38
c 0.08 0.18
D 2.90 3.10
E 2.90 3.10
HE 3.90 410
L 0.50
Lp 0.33 0.47
e 0.65
Z 0.35 0.70
0 0° 8°
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5.2, VSSOP8
—A .
7 - D S 2 — T.—.1 =T @]
[ e
I HHF 7
/' -7\-. . DETIAL £
l'\_, S/ T I \/ Y
! f — —
I I T ; — 1
! A — S &
ﬁﬁ Qj sk ~—T g
— = —b(Bx) | A
) AN
TOFP VIEW SIDE VIEW
4 \
s / W h .
H ’ . \ _—
I". 1 1 . |I o =
1 1 1 1 \ \ — ‘\l \ /
AN |
75 ~ B ‘_/[l o
el = NOTES
) DETIAL Z
SIDE VIEW o con
20 DE
Dimensions (mm)
Symbol -
y Min. Max.
A - 1.00
Al 0.00 0.15
A2 0.60 0.85
A3 0.12
Q 0.19 0.21
b 0.17 0.27
(3 0.08 0.23
D 1.90 2.10
E 2.20 2.40
HE 3.00 3.20
HE1 3.00 3.40
e 0.50
L 0.40
L1 0.15 0.40
Y 0.10
Z 0.10 0.40
0 0° 8°
Address:Building B4,NO.777 Jianzhu Road,Binhu District,Wuxi City,Jiangsu Province 18

http://www.i-core. cn P.C.: 214072 VER: 2023-04-B1




Wuxi I-CORE Electronics Co., Ltd.

Tab: 835-12-B4

Number: AiP74LVC1G123-AX-LJ-BO89EN

5.3, XSON8
=L
— 1 - = @
SIDE VIEW _ %
1 i B b
Pl
[ PIN #1 ' ‘ i y
] *j—& INDEX AREA
IR
Bl 7 [} 5 T
BOTTOM VIEW harf B
Dimensions (mm)
Symbol -
ymbo Min. Max.
A 0.45 0.55
Al 0.00 0.05
A3 0.127
b 0.15 0.25
D 1.95
E 1.00
e 0.50
L 0.25 0.35
L1 0.25 0.45
L2 0.30 0.40
L3 0.30 0.50
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6. Statements And Notes
6.1. The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | Hexaval Polybro .
Lead . Butylbe .
and y and ;l#]rg ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur .| chromiu | minated | d phthala phthala y tyl
lead cadmi ; i te yl
y m biphenyl | biphen te hthal phthala
compou | compo | UM compoun| s yl phthala |
nds unds comp = g ethers te
ounds
Lead
O o o) o o o o o o o
frame
Plastic
. [} (@] [0} (@] @] (@] (@] o O o
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.
6.2. Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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