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Tab: 835-12-B4 Number: AiP74LVC3G17-AX-LJ-B105

1. General Description

The AiP74LVC3G17 provides three non-inverting buffers with Schmitt trigger input.

The input can be driven from either 3.3V or 5V devices. This feature allows the use of this device in a
mixed 3.3V and 5V environment.

Features:

Wide supply voltage range from 1.65V to 5.5V
Inputs accept voltages to 5.5 V

+24mA output drive at 3.0V

High-impedance when V=0V

Temperature range:-40°C to +125°C

Packaging information: TSSOP8/VSSOP8/XSON8
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Tab: 835-12-B4

Wuxi I-CORE Electronics Co., Ltd.

Number: AiP74LVC3G17-AX-LJ-B105

Ordering Information:

Tube packing specifications:

Packaging | Markin Boxed
Part number ; ging d J TUtFt tube Boxi_cll_ Notes
orm code quantity quantity quantity
Dimensions of
100 200 20000 plastic
AiP74LVC3G17TA8.TB | TSSOP8 | EYXX enclosure:
PCS/tube | tube/box | PCS/box | 3.0mm>3.0mm
Pin spacing:
0.65mm
Reel packing specifications:
Packaging Marking Reel Boxed reel
Part number . . Notes
form code quantity quantity
Dimensions of
plastic enclosure:
AIP74LVC3G17TA8.TR | TSSOPS EYXX 3000 3000 NeZommsaIemm
PCS/reel PCS/box Pi o
in spacing:
0.65mm
Dimensions of
plastic enclosure:
AiPTALVC3G17YA8.TR | VSSOP8 | EYXX . 3000 1 5 omm>2.3mm
PCS/reel PCS/box . -
Pin spacing:
0.50mm
Dimensions of
_ EY 5000 25000 plastic enclosure:
AiP74LVC3G17EBS.TR XSON8
XX PCSireel | PCSbox | soormmd-omm
in spacing:
0.35mm
Dimensions of
) EY 5000 25000 plastic enclosure:
AiIP74L.VC3G17EC8.TR XSON8
XX PCS/reel | PCSMbox | 1:3°mm>1.0mm
Pin spacing:
0.50mm

Note 1: “XX” refers to variable content, meaning package batch serial number.
Note 2: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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2. Block Diagram And Pin Description
2.1, Block Diagram

14 1Y
Ky 34
24 e

Figure 1. Logic symbol

TP Do Do

Figure 2. Logic diagram

2.2+ Pin Configurations

1A Vec
av 1y
1a[1] O 8] Voo
3 [2] (7] 1v A [ 6 ] 3A
24 [3] 5] 34
&ND [7] 5] 2 GND 2v
TSSOP8/VSSOP8 XSONS8
2.3+ Pin Description
Pin No. Pin Name Description
1 1A data input
2 3Y data output
3 2A data input
4 GND ground (0V)
5 2Y data output
6 3A data input
7 1Y data output
8 Vce supply voltage
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2.4, Function Table

Input Output
A Y
L L
H H

Note: H=HIGH voltage level; L=LOW voltage level.

3. Electrical Parameter

3.1, Absolute Maximum Ratings
(Tamb=25"C, Al voltage referenced to Vss, unless otherwise specified)

Parameter Symbol Conditions Min. Max. Unit
supply voltage Vce - -0.5 +6.5 \Y
input voltage V| - -0.5 +6.5 \Y
outout voltage Vv Active mode -0.5 Vcct+0.5 Vv
P 4 © Power-down mode; Vcc=0V -0.5 +6.5 Vv
supply current lcc - - 100 mA
ground current lenp - -100 - mA
input clamping ik V< 0V -50 - mA
current
output current lo Vo=0V to Vcc - 50 mA
output clamping i
current lok Vo > Ve or Vo < 0V 450 mA
storage .
temperature Tsg i 65 +150 C
Soldering T, 10s 260 e
temperature

3.2, Recommended Operating Conditions

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
supply voltage Vce - 1.65 - 55 \Y
input voltage V| - 0 - 55 \Y
outout voltage Vv Active mode 0 - Vce V
P g © Power-down mode; Vcc=0V 0 - 5.5 V
ambient .
temperature Tamb i -40 - |15 T
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 4
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3.3+ Electrical Characteristics
3.3.1. DC Characteristics 1

(Tamp=-40°C to +85°C, voltages are referenced to GND (ground = 0V), unless otherwise specified.)

Parameter Symbol Vce Conditions Min. | Typ. | Max. | Unit
1.8V 0.70 1.10 1.50 V
ositive-doin 2.3V 1.00 1.40 1.80 \%
thﬁeshol y 30Ita%e Vrs 3.0V 130 | 176 | 220 | V
4.5V 1.90 2.47 3.10 V
5.5V 2.20 291 3.60 \Y
1.8v 0.25 0.61 0.9 \Y
Cegative-doin 2.3V 0.40 0.80 1.15 \Y
thre%hol b \?Onage Vr. 3.0V 060 | 1.04 | 150 | V
4.5V 1.00 1.55 2.00 \Y
5.5V 1.20 1.86 2.30 \Y
1.8v 0.15 0.49 1.00 \Y
2.3V 0.25 0.60 1.10 \%
hysteresis voltage VH 3.0v 0.40 0.73 1.50 \%
4.5V 0.60 0.92 2.00 \Y
5.5V 0.70 1.02 2.30 \Y
1.65Vt05.5V | 1o=-100uA Vg‘i Y - - \%
1.65V lo=-4mA 1.2 154 - Vv
HIGH-level output |, 2.3V lo=-8mA 19 | 215 | - Vv
voltage 27V lo=-12mA | 22 | 250 | - | Vv
3.0V lo=-24mA 2.3 2.62 - Vv
4.5V 10=-32mA 3.8 4.11 - Vv
1.65V to 5.5V 1o0=100uA - - 0.10 \
1.65V lo=4mA - 0.07 0.45 Vv
LOW-level v 2.3V 10=8mA - 0.12 0.30 Vv
output voltage ° 2.7V lo=12mA - 017 | 040 | V
3.0V l0=24mA; - 0.33 0.55 \%
4.5V 10=32mA,; - 0.39 0.55 Vv
InDSERCC I OVt 55V | 55V or GND - - # | uA
current
power-off
leakage lorr ov V) or Vo=5.5V - - 2 UA
current
supply current lcc 1.65Vto 5.5V G\QE)SIE)O\;(;)A - - 4 UA
su;‘;?)'/“&r;?ém Alec 2.3V 10 5.5V v.-l\éi%-g.;esv, . - | 500 | uA
Note: Typical values are measured at Tamb=25C.
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3.3.2. DC Characteristics 2

(Tamp=-40°C to +125°C, voltages are referenced to GND (ground = 0V), unless otherwise specified.)

Parameter Symbol Vcce Conditions Min. | Typ. | Max. | Unit
1.8V - 0.70 - 1.70 V
ositive-goin 2.3V - 1.00 - 2.00 \%
threshold 30Ita%e Vi 3.0V X 130 | - | 240 | V
4.5V - 1.90 - 3.30 \Y
5.5V - 2.20 - 3.80 Vv
1.8V - 0.25 - 1.10 Vv
neqative-aoin 2.3V - 0.40 - 1.35 \Y
thre%hold \?oltage Vr- 3.0V - 0.60 - 170 | V
4.5V - 1.00 - 2.20 Vv
5.5V - 1.20 - 2.50 Vv
1.8V - 0.15 - 1.20 Vv
2.3V - 0.25 - 1.30 \Y
hysteresis voltage VH 3.0V - 0.40 - 1.40 \%
4.5V - 0.60 - 1.70 Vv
5.5V - 0.70 - 1.90 Vv
1.65V 1055V |  lo=-100uA Vgi ) - - \Y
1.65V lo=-4mA 0.95 - - \Y
HIGH-level OUtpUt Von 2.3V lo=-8mA 1.7 _ _ \V/
voltage 2.7V lo=-12mA | 19 - - Vv
3.0V lo=-24mA 2.0 - - \V
4.5V lo=-32mA 3.4 - - \V
1.65V to 5.5V 10=100uA - - 0.10 Vv
1.65V lo=4mA - - 0.70 Vv
LOW-level vV 2.3V 1o=8mA - - 0.45 Vv
output voltage o 2.7V lo=12mA - - 060 | V
3.0V lo=24mA, - - 0.80 \Y
4.5V 10=32mA,; - - 0.80 \Y/
'”pgfjr'f:r']‘tage I OVto55V | 55VorGND | - i | uA
power-off
leakage lorr ov V) or Vo=5.5V - - 2 UA
current
supply current lcc 1.65Vto 5.5V G\[(;Esfo\igg - - 4 UA
sugg?)'l“c‘fj”r?ém Alce 2.3V 105.5V V"I\ég%'gfv’ - - 500 | uA
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3.3.3. AC Characteristics 1

(Tamp=-40°C to +85°C, voltages are referenced to GND (ground = 0V), unless otherwise specified.)

Parameter | Symbol Vvce Conditions Min. | Typ.l! | Max. | Unit
1.65V to 1.95V 15 5.6 105 ns
nAtonY 23V to 2.7V 1.0 3.7 6.5 ns
propagation | tppn, ter 2.7V see Figure 4 1.0 3.8 6.5 ns
delay 3.0V to 3.6V 1.0 3.6 5.7 ns
4.5V to 5.5V 1.0 2.7 4.3 ns

Note:Typical values are measured at T,my,=25C and Vcc=1.8V, 2.5V, 2.7V, 3.3V and 5.0V respectively.

3.3.4. AC Characteristics 2

(Tamp=-40°C to +125°C, voltages are referenced to GND (ground = 0V), unless otherwise specified.)

Parameter | Symbol Vce Conditions Min. | Typ.l | Max. | Unit
1.65V to 1.95V 15 - 13.1 ns
nA to nY 23V tO 27V 10 - 85 ns
propagation | teLw, tpHL 2.7V see Figure 4 1.0 - 8.5 ns
delay 3.0V to 3.6V 1.0 - 7.1 ns
4.5V to 5.5V 1.0 - 5.4 ns
4. Testing Circuit
4.1, AC Testing Circuit
- tw >
V, .
negative 90%
pulse Vi Vu
GND 10%
™ & L_ ™t
=i tf
M 90%
positive
pulse . Vi Vi
GND—L22
- tw >
ViOo—— DUT VExT
R
CLI R
Figure 3. Load circuit
Cv. includes probe and jig capacitance.
RL=Load resistance.
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 7
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4.2, Test Data

Supply voltage Input Load VexT
Vce Vi tr=tr CL Re teLnf/teHL | teuzftezL | tPHZ/tPzH
1.65V to 1.95V Vce <3ns 30pF 1kQ Open 2xVce GND
2.3V 1o 2.7V Ve <3ns 30pF 500Q Open 2%V cc GND
2.1V Vee <3ns 50pF 500Q Open 2>cc GND
3.0V to 3.6V Vce <3ns 50pF 5000 Open 2%Vcc GND
4.5V 1o 5.5V Ve <3ns 50pF 500Q Open 2xVce GND
4.3, AC Testing Waveforms
Vi
input Vm
GND
tpHL tpLH
Vo 90% - [~ 90%
output Vu Vm
0, 0,
VoL 10% 10%
—> L— tre —J < ty

Figure 4. The data input (A) to output (YY) propagation delays

4.4, Measurement Points

Supply voltage Input Output
Vee Vm Vm
1.65V to 1.95V 0.5%Vcc 0.5%Vcc
2.3Vto 2.7V 0.5>%Vcc 0.5%Vcc
2.7V 0.5%Vcc 0.5%Vcc
3.0V to 3.6V 0.5>%Vcc 0.5%Vcc
45V to 5.5V 0.5>%V¢c 0.5%Vcc
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province
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5. Package Information

5.1, TSSOP8
D

AZ

A5 TN

AT
L
2023/12/A Dimensions In Millimeters
Symbol Min Max

A — 1.10
Al 0 0.15
A2 0.75 0.95
A3 0.25

bp 0.22 0.38

c 0.08 0.18

D 2.90 3.10

E 2.90 3.10
HE 3.90 4.10

L 0.50

Lp 0.33 | 047

e 0.65

Z 0.35 0.70

0 0° 8°
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5.2, VSSOP8

— 0 s 22 ~ Q\_J =@
o~ — A7
L HHH fr
/"' __<JI/P. I DETIAL £ - |
N i \/ \
1 i —1 —1
| | ! —
H N D
1 — -—l"l48><| S 'l|/|| IEI
T 1@ e '
TOP VIEW SIDE VIEW
4 \
.quh N
3 =
N —
\\ —\I J' /
S~ _F :[[_ R
AS— = NOTES
) DETIAL Z
SIDE VIEW HE E%P
20 DE
2023/12/A Dimensions In Millimeters
Symbol Min Max
A — 1.00
Al 0.00 0.15
A2 0.60 0.85
A3 0.12
Q 0.19 0.21
b 0.17 0.27
c 0.08 0.23
D 1.90 2.10
E 2.20 2.40
HE 3.00 3.20
HE1 3.00 3.40
e 0.50
L 0.40
L1 0.15 0.40
Y 0.10
Z 0.10 0.40
0 0° 8°
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5.3. XSONB8(1*1.35%0.32)-0.35

—
|

i — —

~
)

SR 2%

L J || | | PIN #1
P 'y INDEX AREA

(I

™ ' TOP VIEW
IRt '
BOTTOM VIEW
2023/12/A Dimensions In Millimeters
Symbol Min Max
A 0.28 0.32
Al 0.00 0.05
A3 0.10
b 0.11 | oz
D 1.35
E 1.00
e 0.35
L 0.25 0.35
L1 0.275 0.475
L2 0.30 0.40
L3 0.325 0.525
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5.4, XSONB8(1*1.95*0.5)-0.5

A —

SIE VIEW -
|
B |
l lr—w - 777
ﬂ Il E 7
PIN #1
r 010 r Wi e
W TOP VIEW
BOTTOM VIEW rf
2023/12/A Dimensions In Millimeters
Symbol Min Max
A 0.45 0.55
Al 0 0.05
A3 0.127
b 0.15 | 025
D 1.95
E 1.00
e 0.50
L 0.25 0.35
L1 0.25 0.45
L2 0.30 0.40
L3 0.30 0.50
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Number: AiP74LVC3G17-AX-LJ-B105

6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .

Lead ) . Butylbe 9. B

and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur | = qmi | chromiu | minated | d phthala phthala ?’ tyl

lead y m biphenyl | biphen | € te yhth |a | phthala

compou | compo | UM compoun| s yl f aa | e

nds unds comp 1 g ethers ¢

ounds
Lead
frame O O O o O 0] O o O O
Plastic
. [} o (@] @] @] o o o o @]

resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed

o: Indicates that the content of hazardous substances or elements in the detection limit of the following
explanatio the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006

Standard limit requirements.

6.2. Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. 1-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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