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Tab: 835-12-B4 Number: AiP74LVC573-AX-LJ-BOSOEN

AIP74L\VC573
Octal D-type transparent latch with 5V
tolerant inputs/outputs; 3-state

Product  Specification

Specification Revision History:

Version Date Description

2017-04-Al 2017-04 New

2023-04-B1 2023-04 Update the template

2025-12-B2 2025-12 Modi_fy the supply voltage range; add the parameters at the
condition of Vcc=4.5V to 5.5V; add ESD
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1. General Description

The AiP74LVC573 consists of eight D-type transparent latches, featuring separate D-type inputs for each
latch and 3-state true outputs for bus-oriented applications. A Latch Enable (LE) input and an Output

Enable (O_E) input are common to all internal latches.

When LE is HIGH, data at the Dn inputs enters the latches. In this condition, the latches are transparent,
that is, a latch output changes each time its corresponding D-input changes. When LE is LOW, the latches
store the information that was present at the D-inputs one set-up time preceding the HIGH-to-LOW
transition of LE.

When OEis LOW, the contents of the eight latches are available at the outputs. When OE s HIGH, the

outputs go to the high impedance OFF-state. Operation of the OE input does not affect the state of the
latches.

Inputs can be driven from either 3.3V or 5V devices. When disabled, up to 5.5V can be applied to the
outputs. These features allow the use of these devices as translators in mixed 3.3V or 5V applications.

The AiP74LVC573 is functionally identical to the AiP74LVC373, but has a different pin arrangement.

Features:

5V tolerant inputs/outputs, for interfacing with 5V logic
Supply voltage range from 1.2V to 5.5V

CMOS low power consumption

Direct interface with TTL levels

High-impedance when Vcc=0V

Flow-through pinout architecture

Specified from -40°C to +125°C

Packaging information:SOP20/TSSOP20/DHVQFN20
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Tab: 835-12-B4

Wuxi I-CORE Electronics Co.,

Number: AiP74LVC573-AX-LJ-BOSOEN

Ltd.

Ordering Information:

Tube packing specifications:

Packagin Markin Boxed
Part number ; ging d ° TUtFt tube Boxi_cll_ Notes
orm code quantity quantity guantity
Dimensions of
lastic enclosure:
: 35 80 2800 | P
AiIP74LVC573SA20.TB SOP20 74LVVC573
PCS/tube | tube/box | PCS/box | L2-8mm>7.5mm
Pin spacing:
1.27mm
Dimensions of
lastic enclosure:
: 70 200 14000 | P
AiP74LVC573TA20.TB | TSSOP20 | 74LVC573
PCS/tube | tube/box | PCS/box g:5mm>‘f‘-4f“m
in spacing:
0.65mm
Reel packing specifications:
Packagin Marki Reel Boxed reel
Part number ckaging aring © . ox .re Notes
form code guantity quantity
Dimensions of plastic
AIP74LVC573SA20.TR | SOP20 | 74LVC573 2000 2000 | enclosure:
PCS/reel PCS/box | 12.8mm>7.5mm
Pin spacing:1.27mm
Dimensions of plastic
; 4000 8000 enclosure:
AIP74LVC573TA20.TR TSSOP20 74L.VVC573
PCS/reel PCS/box | 6.5mm>4.4mm
Pin spacing:0.65mm
Dimensions of plastic
AIP74LVC573QE20.TR | DHVQFN20 | 74LVC573 3000 3000 | enclosure:
PCS/reel PCS/box | 4.5mm>2.5mm
Pin spacing:0.5mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual

product.
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Number: AiP74LVC573-AX-LJ-BOSOEN

2. Block Diagram And Pin Description

2.1, Block Diagram

Al
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Figure 1. Logic symbol
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Figure 2. IEC logic symbol

Figure 3. Functional diagram
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DO D1 D2 D3 D4 D5 D6 D7
D QI D QI D QI D QI D QI D QI D QI D QI
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Figure 4. Logic diagram

2.2, Pin Configurations

terminal 1 % >8
index area
- &
Dof2) JB (19] Qo
B - oE[1] Q 5] Vee p1f3) (18] Q1
OE [1] 120] Ve DO [ 2] 19] QO p2[4) A7)z
Do [2] 19]Q0  p31 3] 18] Q1 D3|5) (16| @3
g;% %g; D2 [4] 17] Q2 paled (15| Qa
b3 5] o 220 16] 03 ps|7) (14] o5
D4 [6 115] Q4 D4 [6] 15] Q4 p6[8) |onp®| (13]qs
s (7] s POLT 14 05
D7 [9] 12] o7  D7[9] 12] Q7 ; :
GND [10] 11) LE GND [10| 11] LE z -
SOP20 TSSOP20 DHVQFN20

Note: (1) This is not a supply pin. The substrate is attached to this pad using conductive die attach material.
There is no electrical or mechanical requirement to solder this pad. However, if it is soldered, the solder
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land should remain floating or be connected to GND.

2.3, Pin Description

Pin No. Pin Name Description
1 OE output enable input (active LOW)
2 DO data input
3 D1 data input
4 D2 data input
5 D3 data input
6 D4 data input
7 D5 data input
8 D6 data input
9 D7 data input
10 GND ground (0V)
11 LE latch enable input (active HIGH)
12 Q7 data output
13 Q6 data output
14 Q5 data output
15 Q4 data output
16 Q3 data output
17 Q2 data output
18 Q1 data output
19 Q0 data output
20 Vce supply voltage

2.4, Function Table

. Input Output

Operating modes — Internal latch

OE LE Dn Qn

Enable and read register L H L L L

(transparent mode) L H H H H

. L L I L L

Latch and read register C C H ¥ ¥

Latch register and H L I L Z

disable outputs H L h H 7

Note:

H = HIGH voltage level;

h = HIGH voltage level one set-up time prior to the HIGH-to-LOW LE transition
L = LOW voltage level;

I = LOW voltage level one set-up time prior to the HIGH-to-LOW LE transition
Z = high-impedance OFF-state
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3. Electrical Parameter

3.1, Absolute Maximum Ratings
(Voltages are referenced to GND (ground=0V), unless otherwise specified)

Characteristic Symbol Conditions Min. Max. Unit
supply voltage Vce - -0.5 +6.5 \Y/
input clamping current lik V<0V -50 - mA
input voltage V, -1 -0.5 +6.5 \Y,
output clamping current lok Vo>V or Vo<O0V - 450 mA
output voltage Vo -2 -0.5 Vcct+0.5 \Y,
output current lo Vo=0V to Vcc - 150 mA
supply current lcc - - 100 mA
ground current lenD - -100 - mA
storage temperature Tstg - -65 +150 C
total power dissipation Ptot - - 500 mwW
soldering temperature TL 10s 260 C
electrostatic discharge ESD HBM 2000 \Y/

Note:
[1] The minimum input voltage ratings may be exceeded if the input current ratings are observed.
[2] The output voltage ratings may be exceeded if the output current ratings are observed.

3.2+ Recommended Operating Conditions

Parameter Symbol Conditions Min. | Typ. | Max. | Unit
supply voltage Vee — 165 - 55 v
functional 1.2 - - \%
input voltage Vi - 0 - 55 \Y
output HIGH or LOW 0 - Vce V
output voltage V3 output 3-state 0 - 5.5 V
ambient temperature Tamb in free air -40 - +125 T
input transition rise Vce=1.65V to 2.7V 0 - 20 ns/\V
A/AV
and fall rate Vee= 2.7V 10 3.6V 0 - 10 | nsivV
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 8/ 20
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3.3+ Electrical Characteristics
3.3.1, DC Characteristics 1
(Tamp=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions Min. Typ.[ Max. Unit
Vcc=1.2V 1.08 - - V
| | Vce=1.65V to 1.95V 0.65%Vcc - - V
HIGH-leve Vi Voe=2.3V 10 2.7V 17 : : Y
input voltage
Vcc=2.7V to 3.6V 2.0 - - V
Vcc=4.5V to 5.5V 0.7%Vcc - - Vv
Vcc:]..ZV - - 0.12 Vv
LOW-I | Vce=1.65V to 1.95V - - 0.35%Vcc V
LUVVEIeVE Vi Vee=2.3V 10 2.7V - 4 0.7 v
input voltage
Vec=2.7V to 3.6V - - 0.8 Vv
Vcc=4.5V to 5.5V - - 0.3%Vcc V
lo=-100uA;
Vee= 1.65Vio55v | Vee02 i } M
lo=-4mA;
Vce= 1.65V 12 ) i M
lo= -8mA; i )
Vcc: 2.3V 1.8 v
HIGH-level _ lo=-12mA;
output voltage Vor | ViEVinor Vi Vee= 2.7V 2.2 ] i v
lo=-18mA;
Vcc:3.0V 2.4 v
lo=-24mA;
Vee=3.0V 2.2 ) ) v
10=-32mMA;
Vcc=4.5V 38 i i M
lo= 100uA; ) i
Vce=1.65V to 5.5V 0.2 v
lo=4mA;
Voc= 1.65V - - 0.45 \Y/
lo= 8mA;
’ - - 0.6 \Y/
LOW:-level _ Vce= 2.3V
VoL Vi=Vijor Vi
output voltage lo= 12mA; 04 Y
Vo= 2.7V i i '
lo= 24mA;
Vee= 3.0V - - 0.55 \Y/
10=32mA;
Vcc=4.5V ] ] 055 v
input leakage I Vee=3.6V; V,=5.5V or GND ; i 45 uA
current
OFF-state | Vce=3.6V; V=V or Vi; ) ) 45 UA
output current 0z Vo=5.5V or GND
power-off
Ieakage loer Vcc=0V; V) or Vo=5.5V - - +H0 uA
current
supply current lcc Vce=3.6V; Vi=Vcc or GND; 10=0A - - 10 UA
additional Alcc per input pin; Vcc=2.7V to 3.6V; - - 500 UA
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supply current

V= Vce-0.6V; 10=0A

input
capacitance

Ci

Vce=0V to 3.6V;V|=GND to Vce

pF

Note:

[1] All typical values are measured at Vcc=3.3V (unless stated otherwise) and Tamp=25C.

3.3.2+ DC Characteristics 2

(Tamb=-40"C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter

Symbol

Conditions

Min. Typ.lM Max.

Unit

HIGH-level
input voltage

ViH

Vcc:]..ZV

1.08 - -

Vce=1.65V to 1.95V

0.65%Vcc - -

Vcc=2.3V 10 2.7V

1.7 - -

Vce=2.7V to 3.6V

2.0 - -

Vcc=4.5V to 5.5V

0.7%Vcc - =

LOW:-level
input voltage

ViL

Vcc:1.2V

Vce=1.65V to 1.95V

Vce=2.3V to 2.7V

Vce=2.7V to 3.6V

Vcc=4.5V to 5.5V

HIGH-level
output voltage

Vo

1o=-100uA;
Vcc=1.65V to 3.6V

Vce-0.3 - -

lo=-4mA;
Vcc:1.65V

1.05 - -

lo=-8mA;
Vcc=2.3V

1.65 - -

lo=-12mA;

Vi=Vi4 or Vi Vee=2.7V

2.05 - -

lo=-18mA;
Vce=3.0V

2.25 - -

lo=-24mA,
Vcc:3.0V

2.0 - -

10=-32MA;
VCC=4.5V

3.4 - -

| < | << | < | < | < LKIKKIKIKK KKK I

LOW:-level
output voltage

VoL

10=100UA;
Vce=1.65V to 3.6V

0.3

<

lo=4mA;
Vcc:1.65V

0.65

<

10=8mA;
VCC:2.3V

0.8

Vi=ViyorV
| IH IL lo=12mA.;

Vee=2.7V

0.6

lo=24mA;
Vcc:3.0V

0.8

10=32mMA;
VCC:4.5V

0.8

input leakage
current

Vce=3.6V; V,=5.5V or GND

20

UA

OFF-state

loz

Vce=3.6V; Vi=ViH or Vi

20

uA
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output current Vo=5.5V or GND
power-off
leakage lorr Vce=0V; V) or Vo=5.5V - +20 uA
current
supply current Icc Vce=3.6V; Vi=Vcc or GND; 10=0A - 40 UA
additional er input pin; Vcc=2.7V to 3.6V;
supply current Alec i €/|:F\)/cc—0?gv; 10=0A ] 5000 UA
Note:
[1] All typical values are measured at Vcc=3.3V (unless stated otherwise) and Tamp=25C.
3.3.3. AC Characteristics 1
(Tamb=-40°C to +85°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)
Parameter Symbol Conditions Min. | Typ.l | Max. | Unit
Vce=1.2V - 16.0 - ns
Vce=1.65V to 1.95V 2.1 7.8 16.3 ns
Dnto Qn; Vce=2.3V to 2.7V 1.5 4.1 8.0 ns
see Figure 6/% Vee=2.7V 15 4.1 72 | ns
Vce=3.0V to 3.6V 1.5 3.4 6.2 ns
propagation ¢ Vcc=4.5V to 5.5V 15 3.0 54 ns
delay P Vee=1.2V . 16.0 - ns
Vce=1.65V to 1.95V 2.0 7.7 16.0 ns
LE to Qn; Vce=2.3V t0 2.7V 15 4.1 7.8 ns
see Figure 714 Vee=2.7V 15 3.7 75 | ns
Vcc=3.0V to 3.6V 15 34 6.5 ns
Vce=4.5V to 5.5V 15 3.0 5.7 ns
Vce=1.2V - 18.0 - ns
Vce=1.65V to 1.95V 1.7 7.5 175 ns
. OEto Qn: Vce=2.3V to 2.7V 15 4.2 9.2 ns
enable time fen see FigurQe g2 Voe=2.7V 15 | 42 | 85 | ns
Vce=3.0V to 3.6V 15 34 75 ns
Vce=4.5V to 5.5V 15 3.0 6.5 ns
Vee=1.2V - 8.0 - ns
Vce=1.65V to 1.95V 1.0 3.3 10.1 ns
. . _ OE to Qn: Vce=2.3V to 2.7V 0.3 1.8 5.7 ns
diséle NG i see Figur(g 82! Vee=2.7V 15 | 30 | 65 | ns
Vce=3.0V to 3.6V 15 2.5 6.0 ns
Vce=4.5V to 5.5V 15 2.2 5.2 ns
Vce=1.65V to 1.95V 5.0 - - ns
. Vce=2.3V to 2.7V 4.0 - - ns
pulse width tw SEEFTQS::’? Vce=2.7V 3.2 - - ns
Vcc=3.0V to 3.6V 3.2 1.6 - ns
Vce=4.5V to 5.5V 3.2 1.4 - ns
Vce=1.65V to 1.95V 4.0 - - ns
set-up time o Dn tp LE; Vcee=2.3V t0 2.7V 25 - - ns
see Figure 9 Vee=2.7V 1.7 - - ns
Vcc=3.0V to 3.6V 1.7 - - ns
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Vee=4.5V to 5.5V 1.7 - - ns

Vcc=1.65V to 1.95V 3.0 - - ns

_ Vcc=2.3Vto 2.7V 1.9 - - ns

hold time th sEenFti%quEb Vee=2.7V 15 - - ns

Vce=3.0V to 3.6V 1.4 - - ns

Vce=4.5V to 5.5V 14 - - ns

OUtFi?rtnSekeW teo) Vee=3.0V to 3.6V - - 10 | ns
- p(?we!' per lach: Vce= 1.65V to 1.95V - 7.1 -

dissipation Crp V= GND to \’/CC[4] Vcc=23Vto 2.7V - 10.3 - pF
capacitance Vee=3.0V to 3.6V - 13.2 -

Note:

[1] Typical values are measured at Tamp=25C and Vcc=1.2V, 1.8V, 2.5V, 2.7V, and 3.3V respectively.
[2] tpa is the same as tpL and tpu.
ten is the same as tpzy and tpzy.
tais is the same as tpLz and tpHz.

[3] Skew between any two outputs of the same package switching in the same direction. This parameter is

guaranteed by design.
[4] Crp is used to determine the dynamic power dissipation (Pp in uW).
PD:CPDX\/cczxfi><N+Z(C|_><Vccz><fo) where:
fi=input frequency in MHz; fo=output frequency in MHz
Cr=output load capacitance in pF
Vce=supply voltage in Volts
N=number of inputs switching
3 (CLXVcc?f,)=sum of the outputs
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3.3.4. AC Characteristics 2
(Tamp=-40°C to +125°C, voltages are referenced to GND (ground=0V), unless otherwise specified.)

Parameter Symbol Conditions Min. | Typ.l! | Max. | Unit
V=165V 10 1.95V | 2.1 - 188 | ns
_ Vce=2.3V 1o 2.7V 15 - 9.2 ns
Se?gig’u%”é[z] Vec=2.7V 15 | - | 90 | ns
Vce=3.0V to 3.6V 1.5 - 8.0 ns
propagation ‘ Vcc=4.5V to 5.5V 15 - 7.0 ns
delay P Vee=1.65Vt0 1.95V | 2.0 - 184 | ns
_ Vee=23V1027V | 15 - 91 | ns
selélE:i;Ougnﬂzl Vec=2.7V 15 | - | 95 | ns
Vce=3.0V to 3.6V 1.5 - 8.5 ns
Vec=45V 1055V | 15 - 74 | ns
Vee=165Vt01.95V | 1.7 - 202 | ns
- Vee=2.3V10 2.7V | 15 - 106 | ns
enable time fen OEto Q”?[Z] Vee=2.7V 15 - 110 | ns
see Figure 8 Vec=3.0V 1036V | 15 - 95 | ns
Vec=45V 1055V | 15 - 83 | ns
Vee=1.65V to 1.95V | 1.0 - 116 | ns
- Vee=2.3V102.7V | 0.3 - 66 | ns
disable time tai OEtoQm; Vec=2.7V 15 | - [ 85 | ns
see Figure 8 Vee=30V1036V | 15 - 75 | ns
Vec=45V 1055V | 15 - 65 | ns
Vce=1.65V to 1.95V 5.0 - - ns
_ Vce=2.3V 10 2.7V 4.0 - - ns
pulse width tw slg(IaEFTgI]SrI:,? Vce=2.7V 3.2 - - ns
Vce=3.0V to 3.6V 3.2 - - ns
Vce=4.5V to 5.5V 3.2 - - ns
Vec=1.65V t0 1.95V | 4.0 - - ns
_ Vce=2.3V 10 2.7V 2.5 - - ns
set-up time tsu seDenFti%quE’Q Vce=2.7V 1.7 - - ns
Vee=3.0Vt03.6V | 17 - - ns
Vec=45V 1055V | 1.7 - - ns
Vce=1.65V to 1.95V 3.0 - - ns
_ Vee=2.3V102.7V | 1.9 - - ns
hold time th SeDe”Ft% l';r'i’g Voe=2.7V 15 - - ns
Vee=3.0V 1036V | 14 - - ns
Vec=45V 1055V | 1.4 - - ns
outputskew |y Vce=3.0V to 3.6V - - 15 | ns
time
Note:

[1] Typical values are measured at Tamp=25C and Vcc=1.2V, 1.8V, 2.5V, 2.7V, and 3.3V respectively.
[2] tpa is the same as tpL and tpH.
ten is the same as tpzn and tpz.

tgis is the same as tpLz and tpyz.
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[3] Skew between any two outputs of the same package switching in the same direction. This parameter is

guaranteed by design.

4. Testing Circuit
4.1, AC Testing Circuit

- tw >
Vi—s5%
negative
pulse Vv Vi
oV 10%
—>‘ ts L— —J t;
tr tf
Vi _T r;)% _T
positive
pulse Vi Vi
O\ —10% ) t .
[ W Lol
VExt
R
gl U L
n DUT

"

Figure 5. Test circuit for measuring switching times

Definitions for test circuit:
RL=Load resistance.
Cr=Load capacitance including jig

Rr=Termination resistance should be equal to the output impedance Z, of the pulse generator.

and probe capacitance.

Vext=External voltage for measuring switching times.

4.2, Test Data

Supply voltage Input Load VEXT

Vce Vi tr, tf CL RL tpL, tPHL trLz, trzL | tPHz, trzH

1.2v Vce <2.0ns 30pF 1kQ open 2XVcc GND

1.65V to 1.95V Vce <2.0ns 30pF 1kQ open 2%V cc GND

2.3Vto 2.7V Vce <2.0ns 30pF 500Q open 2%V cc GND

2.7V 27V | <2.5ns 50pF 500Q open 2xVcc GND

3.0Vto 3.6V 27V | <£2.5ns 50pF 500Q open 2xVcc GND
Address:Building B4,NO.777,Jianzhu Road,Binhu District, Wuxi City,Jiangsu Province 14/ 20
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4.3, AC Testing Waveforms

V
Dn input \VM
GND
—> tpHL <+ tpy
Von
Qn output AV,
VoL

VoL and Von are typical output voltage levels that occur with the output load.
Figure 6. Input (Dn) to output (Qn) propagation delays

LE input ZZVM Z \
GND
- tW
T < lpLy—
Von
Qn output A4V
VoL

VoL and Von are typical output voltage levels that occur with the output load.
Figure 7. Latch Enable input (LE) pulse width, the latch enable input to output (Qn) propagation delays
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T

(E input 7 M \
GND
<+ tpz —> —» tpy  |e—
Vee
Qn output
LOW-to-OFF Vm
OFF-to-LOW
VOL 7 Vx
v —tppyz — r— tpzy —>
OH \
Qn output Vy
HIGH-to-OFF Vi
OFF-to-HIGH 7
GND
outputs outputs outputs
enabled disabled enabled

VoL and Von are typical output voltage levels that occur with the output load.

Figure 8. 3-state enable and disable times

Vi
Dn input

" ﬁ
GND
th L th
- tsu tSU ™
Vi
LE input Vi
GND

The shaded areas indicate when the input is permitted to change for predictable output performance.
Figure 9. Data set-up and hold times for the Dn input to the LE input

4.4, Measurement Points

Supply voltage Input Output
Vcc V| VM VM VX VY
1.2v Vce 0.5%Vcc 0.5%Vcc VoL+0.15V Von-0.15V
1.65V to 1.95V Vce 0.5%Vcc 0.5%Vcc VoL+0.15V Von-0.15V
2.3Vto 2.7V Vce 0.5%Vcc 0.5%Vcc VoL +0.15V Von-0.15V
2.7V 2.7V 1.5V 1.5V VoL+0.3V Von-0.3V
3.0V to 3.6V 2.1V 1.5V 1.5V VoL+0.3V Von-0.3V
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5. Package Information
5.1. SOP20

I ] | |
jinimininimin i/ .%

Al |AZ

N
iAAAARAARAE “
O
dOH BB

e b
Dimensions (mm)
Symbol Min. Max.
A 2.47 2.65
Al 0.05 0.30
A2 2.20 2.44
b 0.35 0.50
c 0.15 0.30
D 12.54 12.94
E 10.00 10.60
El 7.30 7.70
e 1.27
0.40 1.05
L1 1.30 1.50
0 0< 8°
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5.2, TSSOP20
P—DP{
\
A \
jinininininininininii . %%

TAW A2

Ry
Tf

M m
O
ﬁ b
Dimensions (mm)
Symbol -

y Min. Max.
A - 1.20
Al 0.05 0.15
A2 0.80 1.05
b 0.19 0.30
c 0.09 0.20
6.40 6.60
El 4.30 4.50
E 6.20 6.60

e 0.65
0.45 | 0.75

L1 1.00
0 0° | 8°
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5.3. DHVQFN20

—
L]
BINAUENNEANANIN
— - |
] | = =y
= =
|
’ AEANRE AN ENN A -
1 Lo i i THE V=L
L ]
T e E 7|E
T I
114
C 1 I r i i
=
| }
I'E VIE
Dimensions (mm)
Symbol -
y Min. Max.
A 0.80 1.00
Al 0.00 0.05
A2 0.60 0.70
A3 0.20
D 4.40 4.60
E 2.40 2.60
e 0.50
b 0.18 0.30
L 0.30 0.50
D1 2.70 3.15
El 0.70 1.15
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .
Lead ) . Butylbe 9. B
and y and lurg ent Polybro | minate | Dibutyl nzyl Ellﬁ € | Diisobu
Part name mercur | @ | chromiu | minated | d phthala phthala YINEX 1yl
lead cadmi ; : te yl
y m biphenyl | biphen te hthal phthala
compou | compo | UM compoun| s yl phthaia | e
nds unds comp ds ethers te
ounds
Lead
frame o] () o () ] 0] (@) 0] () ]
Plastic
. [} o (@] @] @] o o o o @]
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.
6.2 Notes

We Recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. I-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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