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1. General Description

The M62429L is a dual channel electronic volume controlled with 2-wire serial data. The built-in
reference circuit can compose of an electronic volume with less external parts.
Features:

Built-in reference circuit

Control with serial data

Volume 0 to -83dB (1dB/step)

Independent control is allowed in each channel

Supply voltage:3.0V~5.5V

Low noise and low distortion

Vno=5vrms (ATT= -o0)

THD=0.01% TYP (Vo=0.5Vrms)

® Package: DIP8/SOP8

Ordering Information:
Tube packing specifications:

Part Packaging | Marking Tube Boxed tube Boxed

. . . Notes
number form code quantity quantity quantity

Dimensions of

50 40 2000 plastic enclosure:
PCS/tube tube/box PCS/box | 9.2mm>6.4mm
Pin spacing:2.54mm

M62429L DIP8 M62429L

Dimensions of

100 100 10000 plastic enclosure:
PCS/tube tube/box PCS/box | 4.9mm>3.9mm
Pin spacing:1.27mm

M62429L SOP8 M62429L

Reel packing specifications:

Packaging | Marking Reel Boxed reel
Part number . . Notes
form code quantity quantity
Dimensions of plastic
4000 8000

M62429L P M62429L | 14, .
62429 SOP8 62429 pCS/recl PCS/box er_m osurfa 9ImMm>3.9mm
Pin spacing:1.27mm

Note: If the physical information is inconsistent with the ordering information, please refer to the actual
product.
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2. Block Diagram And Pin Description
2.1, Block Diagram

VIN 2 VOUTZ2 VCC CLOCK
| VR2 3 >~ |
| VOL AMP 2 , LOGIC
+ Vet CONTROL
VOL AMP 1 ~
' REF AMP
VR 1 51
VIN 1 VOUT1 GND DATA
Figurel. Block Diagram
2.2 System configuration
WVIN2 ” # WVOUTE
o VOL CONTEOL ©
VIMI O * VDL CONTROL 1 VOUTI
LOGIC
COMTROL
& O
DATA CLOCK

Figure2. System configuration
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2.3, Pin Configurations

VINI [1] 8] VIN2
VOUTI[2] 7] vOUT2
GND [3] 6] vCC
DATA (4 5] cLOCK

Figure3. Pin Configurations

2.4, Pin Description

Pin No. Symbol Function
1 VIN1 1-ch input pin
2 VOUT1 1-ch output pin
3 GND Ground pin
4 DATA Control data input pin. Inputs data in synchronization with clock
5 CLOCK Clock input pin for transferring serial data.
6 VCC Power supply pin. Stabilize the pin with decoupling capacitor
7 VOUT2 2-ch output pin
8 VIN2 2-ch input pin

3. Electrical Parameter

3.1. Absolute Maximum Ratings
(Tamb=25C)

Parameter Symbol Conditions Value Unit
Supply voltage VCC - 6 \
Operating temperature Torr - -20~+75 T
Storage temperature Tstc - -55~+125 T

. DIP 250 ]
Soldering Temperature TL 10s C
SOP 260
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3.2, Electrical Characteristics
(unless otherwise noted, VCC=5V,Tamb=25C)

Parameter Symbol Test condition Min. | Typ. | Max. Unit
Operating voltage VCC - 3 5 55 \%
Circuit current ICC - - 4 8 mA
Maximum attenuation ATT ATT= -0 - -90 -80 dB
Attenuation error ATT ATT=0 -2.0 0 2.0 dB
Maximum input voltage Vim THD=1%, ATT=-6dB 15 1.7 - Vrms
Maximum output voltage Vom THD=1% 0.8 13 - Vrms
) VNo1 ATT=0,Rg=0,JIS-A - 4 10 uvrms
Output noise voltage
Vo2 ATT= -0,Rg=0,JIS-A - 5 - uVrms
f=1KHz,Vo=0.5Vrms,
Total harmonic distortion THD Vo ms - 0.01 0.05 %
ATT=0
Channel separation Cs f=1KHz JIS-A c -80 -70 dB
Maximum output voltage VCC=2.8V, THD=1% 0.5 - -
. Vom Vrms
in low power VCC=2.8V, THD=10% 0.6 - -

3.2.1, DC Characteristics of Digital Block

Parameter Symbol Test condition Min. Typ. Max. Unit
"L" level input voltage ViL . 0 - 0.2vCcC \YJ
- Data, clock pin
"H" level input voltage ViH 0.8vCC - VCC \YJ
"L" level input current I V=0 . -10 - 10 LA
. Data, clock pin
"H" level input current i V=5V - - 10 LA

3.2.2. AC Characteristics of Digital Block

Parameter Symbol Test condition Min. | Typ. | Max. Unit

Cycle time of clock ter - 4 - - us
Pulse width of clock ("H" level) twhc - 1.6 - - us
Pulse width of clock ("L" level) twic - 1.6 - - us
Clock rising time tr - - - 0.4 us
Clock falling time tf - - - 0.4 us
Data setup time tsp - 0.8 - - us
Data hold time thp - 0.8 - - us
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4. Typical Application Circuit And Application Note
4.1, Application Circuit

2.2uF 2.2uF
VINIc ) ! 8 5 VIN2
VOUT! oo 2 | oVOUT2
3 6
'll (J_IuF_T__Tﬂ(JOUFK Ve
CATAL_ 4 5  CLOCK—T= < IN4007

Figured. Application Circuit

NOTES: TO avoid the influences of post-amplifier, please notice the following rules when making PCB:

1) Pin VCC should be decoupled to GND using two capacitors, with one 0.1uF ceramic capacitor, the
other 1000uF or 470uF electrolytic capacitor. As the same time the two capacitors should be as close
to the circuit when making PCB layer-out.

2) The supply voltage should be separated to the power part of post-amplifier, and use its own individual
power.

3) When VCC>=5V, power line to pin VCC should connect a diode to separate the supply noise
produced by post-amplifier; when VCC<5V, ferrite bead can be used to replace diode so that it
reduces voltage drop of pin VCC produced by diode.

4.2, Clock and Data Timing
4.2.1, The relationship of serial data and clock

——

P!
-
o
ol
-
T

Bit0  Bitl  Bit2 . Bit3 Bits ¢ B9  Bitld

=S AR T

\ <IN trigger signal="H"
read data m clock rising time - read tigger signal in clock fall time

Figure5. Timing Diagram
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4.2.2, Clock and data cycles

CLOCK

DATA \

ter

-

isD THD

Figure6. Timing Diagram

4.2.3. Data Input Format

DO

D1

D2\D3\D4\D5\06|D7\08

D9

D10

0/1

0/1

VOLUME

Ly

0: Both channels at a time
1: A channel at a time

0:1CH
1:2CH
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4.2.4. Volume Code

ATT1 D2 D3 D4 D5 D6
0dB 1 0 1 0 1
-4 dB 0 0 1 0 1
-8 dB 1 1 0 0 1
-12.dB 0 1 0 0 1
-16 dB 1 0 0 0 1
-20dB 0 0 0 0 1
-24 dB 1 1 1 1 0
-28 dB 0 1 1 1 0
-32dB 1 0 1 1 0
-36 dB 0 0 1 1 0
-40 dB 1 1 0 1 0
-44 dB 0 1 0 1 0
-48 dB 1 0 0 1 0
-52 dB 0 0 0 1 0
-56 dB 1 1 1 0 0
-60 dB 0 1 1 0 0
-64 dB 1 0 1 0 0
-68 dB 0 0 1 0 0
-72.dB 1 1 0 0 0
-76 dB 0 1 0 0 0
-80 dB 1 0 0 0 0
-00 0 0 0 0 0

ATT2 D7 D8
0dB 1 1
-1dB 0 1
-2dB 1 0
-3dB 0 0
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5. Package Information
5.1. SOP8

o
-

ﬂ: L] L] :7

1HHE

m

L~

m
O
? @ 5 H
S
2023/12/A Dimensions In Millimeters
Symbol Min. Max.
A 1.35 1.80
Al 0.05 0.25
A2 1.25 1.55
D 4.70 5.10
E 5.80 6.30
El 3.70 4.10
b 0.306 0.51
c 0.19 0.25
e 1.27
L 0.40 0.89
0 0° 8°
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5.2, DIP8

| \
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i /

U J

ok :

- /\
I |
A

Hrararl

)

R

eA

N

2023/12/A Dimensions In Millimeters
Symbol Min Max
A 3.00 3.60
b 0.36 0.56
c 0.20 0.36
D 9.00 9.45
E 6.15 6.60
e 2.54
eA 7.62 9.30
L 3.00 —
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6. Statements And Notes
6.1, The name and content of Hazardous substances or Elements in the product

Hazardous substances or Elements
Cadm
Mercur | . Hexaval Polybro .
Lead ) . Butylbe 9. B
and y and 2#3 ent Polybro | minate | Dibutyl nzyl Ellﬁeit Diisobu
Part name mercur .| chromiu | minated | d phthala | o\ irala | oY tyl
lead cadmi ; : te yl
y m biphenyl | biphen te hthal phthala
compou | compo | UM compoun| s yl phthaia | e
nds unds comp ds ethers te
ounds
Lead
o] () o () ] 0] (@) 0] () ]
frame
Plastic
. [} o (@] @] @] o o o o @]
resin
Chip o o o o o o o o o o
The lead o o o o o o o o o o
Plastic
sheet o o o o o o o o o o
installed
o: Indicates that the content of hazardous substances or elements in the detection limit
explanatio of the following the SJ/T11363-2006 standard.
n x: Indicates that the content of hazardous substances or elements exceeding the SJ/T11363-2006
Standard limit requirements.

6.2. Notes

We recommend you to read this chapter carefully before using this product.

The information in this chapter is provided for reference only and i-Core disclaims any express or implied
warranties, including but not limited to applicability, special application or non-infringement of third party
rights.

This product is not suitable for critical equipment such as life-saving, life-sustaining or safety equipment.
It is also not suitable for applications that may result in personal injury, death, or serious property or
environmental damage due to product malfunction or failure. I-Core will not be liable for any damages
incurred by the customers at their own risk for such applications.

The customer is responsible for conducting all necessary tests i-Core’s application to avoid failure in the
application or the application of the customer’ s third party users. I-Core does not accept any liability.

The Company reserves the right to change or improve the information published in this chapter at any time.
The information in this chapter are subject to change without notice. We recommend the customer to
consult our sales staff before purchasing.

Please obtain related materials form i-Core’s regular channels and we are not responsible for its content if
it is provided by sources other than our company.

In case of any conflict between the Chinese and English version, the version is subject to the Chinese one.
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